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Compliance Table 
The following table outlines how this Plan evidences its compliance with the approvals relevant to the M1 Metro North West and 
Bankstown Line. For the Chatswood to Sydenham section, the relevant Critical State Significant Infrastructure approval is CSSI 
7400, which was granted by the Minister for Planning on 9 January 2017 and modified by CSSI 7400 MODs 1 to 9. For the 
Sydenham to Bankstown section of the corridor, the relevant approval is SSI 8256 Consolidated Approval, including MOD 1, 
MOD 2 and MOD 3. Compliance with other statutory requirements including Revised Environmental Management Measures, 
Performance Outcomes and licence conditions are detailed in Section 3. 
Table 1 Compliance table 

3.5 Description Section  

D3  Where an OEMP is required, the Proponent must include the following OEMP sub-plans 
in the OEMP: 

(d) Flooding and Hydrology (including emergency response planning). 

This Plan. 

D4  Each of the OEMP sub-plans must include the requirements set out in Condition D2 (a), 
(b) and (c). 

Sections 4 and 5 

D2  An OEMP is not required for the CSSI if the Proponent has an Environmental 
Management System (EMS) or equivalent as agreed with the Secretary, and can 
demonstrate, to the written satisfaction of the Secretary, that through the EMS: 

a. The performance outcomes, commitments and mitigation measures, made and 
identified in the EIS as amended by the documents listed in A1, and 
requirements specified in the conditions of this approval can be achieved; 

b. issues identified through ongoing risk analysis can be managed; and 
c. procedures are in place for rectifying any non-compliance auditing, incident 

management, or any other time during operation. 

Sections 4 and 5 

D5  The OEMP sub-plans must be developed in consultation with relevant agencies as 
identified in Condition D3. Where and agency(ies) request(s) is not included in an OEMP 
sub-plan, the Proponent must provide the Secretary justification as to why. Details of all 
information requested by an agency to be included in an OEMP sub-plan as a result of 
consultation, including copies of all correspondence from those agencies, must be 
provided with the relevant OEMP sub-plan. 

Section 2 

D6  The OEMP sub-plans must be submitted to the Secretary as part of the OEMP. Section 1.1 

E8  Measures identified in Chapter 11 of the PIR to maintain or improve flood characteristics, 
as amended by the documents listed in A1, must be incorporated into the detailed design 
of the CSSI. The incorporation of these measures into the detailed design, including 
modelling, must be reviewed and endorsed by a suitably qualified and experienced 
person in consultation with directly affected landowners and businesses, Sydney Water, 
DPI Water, OEH, NSW State Emergency Service (SES) and Relevant Councils. 

Sections 2 and 4. 

E9  Flood information including flood reports, models, and geographic information system 
outputs, and work as executed information from a registered survey or certifying finished 
ground levels and the dimensions and finished levels of all structures within the flood 
prone land, must be provided to the relevant Councils, Sydney Water, OEH and the 
SES. The Relevant Councils, Sydney Water, OEH and the SES must be notified in 
writing that the information is available no later than one month following the completion 
of construction and be provided with that information. Information requested by the 
relevant Council, Sydney Water, OEH or the SES must be provided no later than six 
months following the completion of construction or within another timeframe agreed with 
the Relevant Council(s), Sydney Water, OEH and the SES. 

Section 2  
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3.5 Description Section  

E107  The CSSI must be constructed and operated so as to maintain the NSW Water Quality 
Objectives where they are being achieved as at the date of this approval, and contribute 
towards achievement of the NSW Water Quality Objectives over time where they are not 
being achieved as at the date of this approval, unless an EPL in force in respect of the 
CSSI contains different requirements in relation to the NSW Water Quality Objectives, in 
which case those requirements must be complied with. 

Sections 4 and 5 
(and GWMP) 

E108  Drainage feature crossings (permanent and temporary watercourse crossings and 
stream diversions) and drainage swales and depressions must be undertaken in 
accordance with relevant guidelines and designed by a suitably qualified and 
experienced person. 

Section 4 

SSI 8256 
D1 

An Operational Environmental Management Plan (OEMP) must be prepared to detail 
how the performance outcomes, commitments and mitigation measures made and 
identified in the documents listed in Condition A1 will be implemented and achieved 
during Operation. This condition does not apply if Condition D2 of this approval applies. 

This Plan supports 
the OEMP. Sections 
1, 3, 3.3, 4 and 5, 
including SSI 8256 
REMM FHW11. 

SSI 8256 
D2 

The Proponent is not required to prepare an OEMP if the Proponent has an 
Environmental Management System (EMS) or equivalent as agreed with the Planning 
Secretary, and can demonstrate, to the written satisfaction of the Planning Secretary, 
that through the EMS: the performance outcomes, commitments and mitigation 
measures made and identified in the documents listed in Condition A1, and the 
requirements specified in the conditions of this approval, can be achieved; issues 
identified through ongoing risk analysis can be managed; and procedures are in place for 
rectifying any non-compliance, auditing, incident management, or any other requirement 
during Operation. 

Sections 3, 3.3, 4 
and 5, including 
implementation of 
SSI 8256 REMM 
FHW11 through 
operational flooding, 
drainage, water 
quality and 
emergency response 
controls. 

SSI 8256 
D3 

The OEMP must include the sub-plans relevant to operation, including sub-plans 
required to manage key operational environmental risks and to give effect to the 
performance outcomes, commitments and mitigation measures identified in the 
documents listed in Condition A1. Where relevant to flooding and hydrology, this 
Flooding and Hydrology Plan forms a sub-plan of the OEMP for the Sydenham to 
Bankstown section of the corridor. 

This Plan. Sections 
1.1, 1.2, 1.4, 3.3, 4 
and 5; SSI 8256 
REMM FHW11. 

SSI 8256 
D4 

The OEMP and relevant sub-plans must be submitted to the Planning Secretary for 
information before Operation, unless otherwise agreed by the Planning Secretary. 

Section 1.1 and 
OEMP. 

SSI 8256 
D5 

Within 15 months of the commencement of Operation, or any other timeframe agreed by 
the Planning Secretary, the Proponent must commission an independent, qualified 
person or team to undertake an Operational Performance Audit of the CSSI. The 
Operational Audit Report must assess compliance with the approval, assess 
environmental performance against the predictions and conclusions in the documents 
listed in Condition A1, and review the effectiveness of environmental management, 
including environmental impact mitigation. 

Section 5.2 and 
OEMP. 

SSI 8256 
E10 – 
Flooding 

The location of construction compounds must not worsen the existing flooding 
characteristics of the area. Where the CSSI will worsen flooding impacts, the Proponent 
is responsible for implementing measures to address those impacts. For the operational 
phase, residual flooding and drainage risks for the Sydenham to Bankstown corridor are 
managed through this Plan, the OEMP, operational drainage maintenance, emergency 
management arrangements and relevant handover documentation. This operational 
approach also supports SSI 8256 REMM FHW11, which requires flooding, hydrology, 
drainage and water quality controls to be maintained during operation. 

Sections 3.3, 4.1, 
4.2, 4.3 and 5; refer 
also to SSI 8256 
REMM FHW11. 

SSI 8256 
REMM 
FHW11 

Operational flooding, hydrology, drainage and water quality risks for the Sydenham to 
Bankstown corridor must be managed so that the project minimises adverse impacts on 
existing flooding characteristics, maintains the performance of drainage infrastructure 
during operation, and implements appropriate flood preparedness, response, inspection, 
maintenance and corrective action controls. FHW11 is addressed through the 
operational controls in Section 3.3, the drainage and flood risk descriptions in Sections 

Sections 3.3, 4.1, 
4.2, 4.3 and 5; 
OEMP; GWMP; 
EPL 21247; 
Severe Weather 
Conditions 
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3.5 Description Section  

4.1 and 4.2, the management measures in Section 4.3, and the monitoring, review, 
incident and improvement processes in Section 5. 

Response Plan; 
Site Incident 
Management 
Plans; 
maintenance 
management 
system records; 
concession 
SMCSWSW8-JHL-
WMS-BS-PRL-
11200. 

In accordance with SSI 8256 Conditions D4 and D2(a), the OEMP and this Flooding and Hydrology Plan support 
the ongoing achievement of the performance outcomes, commitments and mitigation measures established during 
design and approval.  

MTS will operate, monitor and maintain the relevant flooding, hydrology and drainage infrastructure assets 
throughout the asset lifecycle so that the design intent and operational performance of those assets are 
maintained. This includes implementing inspection, maintenance, severe weather monitoring, flood preparedness 
and response controls to minimise adverse impacts on existing flooding characteristics and maintain the 
performance of drainage infrastructure during operation, consistent with SSI 8256 REMM FHW11. 

 

1. Introduction 

1.1. Overview and context 
This Flooding and Hydrology Management Plan (FHMP or Plan) is a sub-plan to the overarching Operational 
Environmental Management Plan (OEMP), which provides the overall framework for the system and procedures to 
ensure environmental impacts are minimised and legislative and other requirements are fulfilled.  

It has been developed to address the Conditions of Approval (CoAs) and operational environmental requirements 
applicable to the M1 Metro Northwest and Bankstown Line. For the Chatswood to Sydenham section, the relevant 
approval is CSSI 7400, as modified by CSSI 7400 MODs 1 to 9.  

For the Sydenham to Bankstown section, the relevant approval is SSI 8256 Consolidated Approval, including MOD 
1, MOD 2 and MOD 3. The CoAs require the FHMP to be prepared to the satisfaction of the Secretary of the 
Department of Planning, Housing and Infrastructure (DPHI), and necessitated consultation with: 

• Directly affected landowners 
• Office of Environment and Heritage (OEH) 
• Department of Primary Industries – Water (DPI Water) 
• State Emergency Service (SES) 
• Sydney Water, and 
• Relevant Councils (see section 2). 

In the context of supporting the OEMP, the FHMP has also been prepared to be consistent with Guideline for the 
Preparation of Environmental Management Plans (DIPNR, 2004).  

1.2. Plan Purpose 
Metro Trains Sydney (MTS) has prepared this FHMP to identify and manage flooding and hydrology risks and 
impacts associated with operation of the M1 Metro Northwest and Bankstown Line. This Plan applies to the 
Chatswood to Sydenham section under CSSI 7400 and the Sydenham to Bankstown section under SSI 8256. 
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It outlines operational environmental management measures that will be applied to activities across the Project 
alignment to manage flooding and hydrology risks and impacts, as detailed in Section 4.3. 

1.3. Background 
The Project involves the operation of a metro rail line and associated stations between Chatswood Station and 
Bankstown Station. The Project passes through the local government areas (LGAs) of Willoughby, North Sydney, 
City of Sydney, Inner West, and Canterbury-Bankstown.  

Key operational components of the Project include:  

• About 15.5 kilometres of twin rail tunnels (two tunnels located side-by-side) between Mowbray Road, 
Chatswood and Bedwin Road, Marrickville. The tunnel corridor extends about 30 metres either side of each 
tunnel centre line and around all stations.  

• About 250 metres of above ground metro tracks between Chatswood Station and the northern dive structure.  
• A northern dive structure (about 400 metres in length) and tunnel portal south of Chatswood Station and north 

of Mowbray Road, Chatswood.  
• A southern dive structure (about 400 metres in length) and tunnel portal north of Sydenham Station and south 

of Bedwin Road, Marrickville.  
• Metro stations at Crow’s Nest, Victoria Cross, Barangaroo, Martin Place, Gadigal (formerly known as Pitt 

Street) and Waterloo, as well as underground platforms at Central Station and above ground platforms at 
Sydenham Station.  

• Underground pedestrian links and connections to other modes of transport (such as the suburban rail network) 
and surrounding land uses.  

• Services within each of the stations, including mechanical and fresh air ventilation equipment and electrical 
power substations.  

• A permanent power supply from Surry Hills to Gadigal Station.  
• A substation (for traction power supply at Artarmon).  
• A services facility (for traction power supply and an operational water treatment plant) adjacent to the southern 

dive structure.  
• The project involves upgrading 10 existing stations west of Sydenham (Marrickville to Bankstown inclusive), 

and a 13-kilometre-long section of the Sydney Trains T3 Bankstown Line between west of Sydenham Station 
and west of Bankstown Station. 

 

The Project was subject to assessment by the Department of Planning and Environment (DPE) and approval by 
the Minister of Planning under part 5.1 of the NSW Environmental Planning and Assessment Act 1979 (EP&A Act). 
An Environmental Impact Statement (EIS) was prepared in May 2016 to describe and assess the Project and 
recommend management measures to address impacts. The EIS went on public exhibition on 11 May 2016, and 
submissions closed on 27 June 2016. An October 2016 Submissions and Preferred Infrastructure Report (SPIR) 
was prepared to document submissions made during the EIS public display and provide responses to each 
submission. The impacts from operation of the Project are highlighted in the EIS and SPIR. The EIS has been 
developed to include a Flooding and Hydrology chapter. Collectively, the EIS and SPIR will be herein referred to as 
the Environmental Assessment Documentation (EAD). 

 
The Project was declared Critical State Significant Infrastructure (CSSI) and approval was granted by the Minister 
of Planning on 9 January 2017 (CSSI 7400), including the following modifications (Development Consent): 
• MOD 1 – Victoria Cross and Artarmon Substation (approved 18 October 2017) 
• MOD 2 – Central Walk (approved 21 December 2017) 
• MOD 3 – Martin Place Metro Station (approved 22 March 2018) 
• MOD 4 – Sydenham Station and Metro Facility South (approved 13 December 2017) 
• MOD 5 – Blues Point Acoustic Shed (approved 2 November 2018) 
• MOD 6 – Administrative Changes (approved 21 February 2019) 
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• MOD 7 – Administrative Changes (approved 24 June 2020) 
• MOD 8 – Blues Point Access Site (approved 25 November 2020) 
• MOD 9 – Extension to standard construction hours (approved 30 June 2022).  
 
The Sydenham to Bankstown section of the corridor was separately approved under SSI 8256 for the Sydney 
Metro City & Southwest – Sydenham to Bankstown Upgrade. SSI 8256 authorises the construction and operation 
of a metro rail line approximately 13 kilometres long between Marrickville and Bankstown, including ten metro 
stations and associated ancillary infrastructure.  
 
The approval was granted on 12 December 2018 and is now administered as the SSI 8256 Consolidated Approval, 
including MOD 1, MOD 2 and MOD 3. For this Plan, SSI 8256 applies to the Sydenham to Bankstown section of 
the corridor, while CSSI 7400 applies to the Chatswood to Sydenham section. 

1.4. Plan scope and objectives 
This Plan addresses flooding and hydrology impacts associated with the Operation and Maintenance phase of the 
Project (O&M).  

The key objective of the FHMP is to ensure all EAD, mitigation measures, and licence/permit requirements relevant 
to flooding and hydrology are described, scheduled, and assigned responsibly as outlined in: 

• The EAD prepared for the Project. 
• CSSI 7400 Approval for the Chatswood to Sydenham section, including CSSI 7400 MODs 1 to 9. 
• SSI 8256 Consolidated Approval for the Sydenham to Bankstown section, including MOD 1, MOD 2 and MOD 

3. 
• All relevant legislation and other requirements described in Section 3.1 of this Plan. 
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2. Consultation 
In accordance with CoA D3 (d) of the Project’s Development Consent, the FHMP for Chatswood to Sydenham  was 
prepared in consultation with relevant government agencies and stakeholders. The status of consultation with 
these parties and a summary of key issues raised is presented in Table 2. As per the EIS, due to the network not 
anticipating triggering significant impacts to flooding and hydrology, there are currently not directly affected 
landowners and therefore their consultation was not required. All correspondence and approvals from external 
stakeholders is provided in Appendix D. 

Note: It should be highlighted that consultation for SSI 8256 is not required for the Sydenham to Bankstown section 
of the corridor. 
Table 2 Consultation details 

Agency/ 
stakeholder  

Key issues raised MTS update Status 

Directly 
affected 
landowners 

N/A N/A Closed 

OEH Recommends that NSW 
State Emergency Service 
(SES) be provided the 
opportunity to comment on 
any flood emergency matters 
in the operational plan or the 
emergency plan referenced 
therein. 

The NSW SES were provided with 
opportunity to comment on the Plan, as 
part of the external stakeholder 
consultation process 

Closed – 5th June, 2024 

DPI Water No comments N/A Closed 

SES (v1 
review) 

The flooding information 
provided as part of this plan is 
incomplete, does not contain 
modelling. We recommend 
including additional 
information for NSW SES to 
adequately understand flood 
risks for the site, including 
access and egress during 
flooding conditions, and 
strategies for supporting and 
evacuating persons on site 
during a flood event. 

Flooding information has been provided 
in v3 of the FHMP. 

Closed – 21st August 2024 
 
See Appendix D for 
communication between SES 
and MTS. 

SES (v1 
review) 

NSW SES requests the 
following information to 
adequately assess flood 
risks:  
Provision of the related 
documents as listed in the 
Flooding & Hydrology 
Management Plan including:  
• Operational 

Environmental 
Management Plan  

• Incident Management 
Plan  

• Severe Weather 
Conditions Response 
Plan (SMCSWTS2-MTS-
1NL-EM-PLN-005496) 

These plans were sent to the NSW SES 
as per the email in Appendix D.  

Closed – 14th June, 2024 
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Agency/ 
stakeholder  

Key issues raised MTS update Status 

SES (v1 
review) 

Detailed site and flood 
mapping including:  
• an assessment of the 

flood risk up to and 
including the Probable 
Maximum Flood (PMF), 
on the site and 
access/egress routes.  

• climate change 
considerations.  

• time to onset, duration, 
depth, velocity and 
hydraulic hazard of any 
flooding or isolation.  

• an assessment of the 
impact of the proposed 
development on flood 
behaviour on the sites 
themselves as well as 
surrounding properties.  

MTS has provided the detailed site and 
flood mapping requested by NSW SES 
in v4 of the FHMP.  

 

Closed – 21st August, 2024See 
Appendix D for communication 
between SES and MTS. 

SES (v1 
review) 

Detailed evacuation plans, 
which:  
• Outline the triggers for 

site evacuation.  
• Explain how evacuation 

notifications will be 
delivered to all persons 
on site during both the 
construction and 
operational phases.  

• Outline evacuation routes 
for all persons on site to 
a safe evacuation 
location for floods up to 
and including a PMF.  

• Explain any changes to 
evacuation procedures 
during road closures 
related to construction.  

• Are consistent with the 
NSW SES existing 
emergency management 
arrangements.  

 

MTS has provided evacuation maps in 
v3 of the FHMP. 

Closed – 21st August 2024 
See Appendix D for 
communication between SES 
and MTS. 

SES (v1 
review) 

Further, we recommend 
seeking advice from the NSW 
Department of Climate 
Change, Energy, the 
Environment and Water 
(DCCEEW) regarding the 
impact of the proposed 
development on flood 
behaviour for adjacent and 
downstream areas. 

The DCCEEW were already part of the 
external stakeholder consultation 
process. 

Closed – 14th June 2024. 

SES (v2 
review) 

Recommend establishing 
clear triggers for 
implementing the plan at 
each site as well as 
undertaking alternative 
evacuation actions as 

See Section 4.2.3 - MTS has provided 
clear triggers for implementing the plan 
at each site in v4 of the FHMP. 

Closed – 26th August 2024. See 
Appendix D for communication 
between SES and MTS.  



 

 

 
Flooding and Hydrology Plan  
SMCSWTS2-MTS-1NL-EM-PLN-002711 | version 08 
This document is uncontrolled when printed.  Page 12 

Agency/ 
stakeholder  

Key issues raised MTS update Status 

identified in the Plan and the 
implementation of any 
temporary measures which 
have been identified. See 
Attachment A – Principle 2 for 
further information. 

SES (v2 
review) 

Recommend providing a 
quick reference of the 
emergency management 
actions and their triggers for 
each site in conjunction with 
the provided evacuation 
maps for quick reference for 
staff at each location. 

See Section 4.2.3 - MTS has provided a 
quick reference of emergency 
management actions for each site in v4 
of the FHMP. 

Closed – 26th August 2024. See 
Appendix D for communication 
between SES and MTS.  

SES (v2 
review) 

Recommend developing a 
testing, monitoring, and 
review schedule for the Plan 
within the Plan itself. Flood 
Evacuation Response Plan 
(FERP) should be regularly 
exercised, similar to building 
fire evacuation drills and 
updated at regular intervals 
and whenever additional flood 
information is available or 
highlighted during the drills or 
flood events. 

See Section 5.5 – MTS has provided an 
update of this section in v4 of the FHMP 
to address SES’ comment. 

Closed – 26th August 2024. See 
Appendix D for communication 
between SES and MTS.  

SES (v2 
review) 

Recommend identifying a 
safe refuge above the 
Probable Maximum Flood 
(PMF) at each evacuation 
area or site for travellers who 
may be unable to continue 
their journey outside the area, 
due to flooding. 

See Section 4.2.3 – MTS has provided 
a safe refuge above the PMF at each 
evacuation area in v4 of the FHMP. 

Closed – 26th August 2024. See 
Appendix D for communication 
between SES and MTS.  

SES (v2 
review) 

Recommend seeking advice 
from the Department of 
Climate Change, Energy, the 
Environment and Water 
(DEECCW). 

The DCCEEW were already part of the 
external stakeholder consultation 
process. 

Closed – 14th June 2024. 

Sydney Water Can you please provide us 
the following clarifications,  
• the plan layout where the 

water treatment plant will 
be located in relation to 
the Marrickville Dive. 

• At what point of our 
Eastern Channel will the 
plant be discharging into 
and 

• What is the rate of 
discharge? 

 

See Figure 1, 2 and 3 for the plan and 
drainage layouts. 
 
Rate of discharge is described in Table 
6. 
 
Updated in v2 of the FHMP. 
 

Closed - Sydney Water 
provided their written approval 
that their comments were 
addressed on June 11, 2024. 
See Appendix D. 

Willoughby 
Council 

Section E9 states 

• Flood information 
including flood reports, 
models, and geographic 

This information would come from the 
design part of the project. This plan is 
only the Operational Flooding and 
Hydrology Management Plan and 

Closed - Willoughby Council 
provided their written approval 
that their comments were 
addressed on 22nd July 2024. 
See Appendix D. 
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Agency/ 
stakeholder  

Key issues raised MTS update Status 

information system 
outputs, and work as 
executed information 
from a registered survey 
or certifying finished 
ground levels and the 
dimensions and finished 
levels of all structures 
within the flood prone 
land, must be provided to 
the relevant Councils, 
Sydney Water, OEH and 
the SES. The Relevant 
Councils, Sydney Water, 
OEH and the SES must 
be notified in writing that 
the information is 
available no later than 
one month following the 
completion of 
construction and be 
provided with that 
information. Information 
requested by the relevant 
Council, Sydney Water, 
OEH or the SES must be 
provided no later than six 
months following the 
completion of 
construction or within 
another timeframe 
agreed with the Relevant 
Council(s), Sydney 
Water, OEH and the 
SES.  

While Council certainly has 
some of the information, we 
do not have a total handover 
package which as per the 
consent we should receive. 

therefore does not require to outline this 
information. 
 
Updated in v2 of the FHMP. 
 

Willoughby 
Council 

Council is curious as to the 
Management Measures of 
FH01 

The performance of the 
downstream drainage 
network will be maintained 
during operation. 

This does not provide 
frequency or any contact 
details. Given the reliance on 
drainage infrastructure within 
our LGA to offset impacts, 
Council thinks this should be 
detailed. If this is in a 
corresponding plan, please 
provide. 

This makes part of MTS’ general 
maintenance and inspection processes 
and procedures. MTS’ engineering and 
environmental teams will manage this 
process via MTS’ SQRE Management 
System Intelex. 
 
Updated in 2 of the FHMP. 
 

Closed - Willoughby Council 
provided their written approval 
that their comments were 
addressed on 22nd July 2024. 
See Appendix D. 

North Sydney 
Council 

Council requires that any 
unusual SW excess to be 

Noted. Updated in v2 of the FHMP. 
 

Closed 
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Agency/ 
stakeholder  

Key issues raised MTS update Status 

disposed of directly into 
Sydney Water mains SW and 
that such discharge does not 
delay/ disrupt the evacuation 
of surface/ local SW surge. 
Any such disposal of 
stormwater events in Metro 
facilities would need to be 
timed and coordinated with 
stakeholder agencies such as 
Sydney Water, Council, SES, 
and emergency services. 
 

 MTS response complete; 
confirmation from North Sydney 
Council remains outstanding. 
MTS responded to North 
Sydney Council and made 
multiple follow-up contacts, but 
no further response was 
received. The North Sydney 
Council observation has been 
addressed by MTS in this 
FHMP. See Appendix D for a 
copy of the communication. 
 

City of Sydney Table 7 – where stations are 
flood prone the flood depths 
are presented in inconsistent 
ways, e.g. flood depths at 
Waterloo Station are quoted 
for the 100-year Average 
Recurrence Interval (ARI) 
event but PMF flood depths 
are used at Barangaroo 
Station. 

Noted. This section is taken from the 
May 2016 Sydney Metro Chatswood to 
Sydenham EIS; therefore, it has been 
left in. 
 
Updated in v2 of the FHMP. 
 

Closed - City of Sydney 
provided their written approval 
that their comments were 
addressed on 22nd July 2024. 
See Appendix D. 

City of Sydney Opening sentence states 
“This section describes the 
overall approach to managing 
and mitigating risks or 
potential impacts associated 
with flooding and hydrology 
during operation of the 
Project,” but table 8 does not 
include all risks identified in 
section 4.2, in particular the 
risk of flooding to Barangaroo 
Station, Martin Place Station 
and Waterloo Station. 

The OEMP which is referenced in Table 
8 contains a risk assessment with 
management of flooding risks. It also 
references Intelex which is MTS’ SQRE 
Management System which contains 
inspections, audits and checklists which 
will contain flooding related risks. 
 
Updated in v2 of the FHMP. 
 

Closed - City of Sydney 
provided their written approval 
that their comments were 
addressed on 22nd July 2024. 
See Appendix D. 

Inner West 
Council 

The broad comment that 
there are no adverse 
consequences of flooding 
because only existing flood 
affected areas are impacted, 
does not consider the 
increased risk or hazard if the 
depth of flooding is increased. 
For example, a low hazard 
flood area could become a 
high hazard flood area, or 
flood water could rise to the 
point where flood water 
enters buildings/houses, 
where it did not before. The 
report does not quantify these 
potential impacts. 

See Section 4.3 - Updated in v2 of the 
FHMP. 
 

Closed – Inner West Council 
provided their written approval 
that their comments were 
addressed on 25th July 2024. 
See Appendix D. 
 
MTS sent them v3 of the FHMP 
on 30th July 2024. See 
Appendix D for this 
communication. 

Inner West 
Council 

We note that the Emergency 
Management Plan is 
referenced, but has not been 
provided for review, hence 
Council has not been able to 
provide any comment in this 
regard. We also note that the 

Emergency Management Plan has 
been sent to Inner West Council. 
Emergency Management Plan now 
referenced in Appendix C. Updated in 
v2 of the FHMP. 
 

Closed – Inner West Council 
provided their written approval 
that their comments were 
addressed on 25th July 2024. 
See Appendix D. 
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Agency/ 
stakeholder  

Key issues raised MTS update Status 

Emergency Management 
Plan is not reference as a 
related document in Appendix 
C. 

MTS sent them v3 of the FHMP 
on 30th July 2024. See 
Appendix D for this 
communication. 

Inner West 
Council 

We note that the Marrickville 
tunnel dive structure is at risk 
of flood inundation in the 100-
year ARI event, albeit that it is 
identified as a low risk. We 
note that this infers that the 
tunnel is likely to be subject to 
flooding in higher ARI events, 
including the PMF. These 
risks are not quantified in the 
Plan. 

See Section 4.2.1.2 for information 
regarding flooding at the Marrickville 
Dive Structure. Updated in v2 of the 
FHMP. 
 

Closed – Inner West Council 
provided their written approval 
that their comments were 
addressed on 25th July 2024. 
See Appendix D. 
 
MTS sent them v3 of the FHMP 
on 31st July 2024. See 
Appendix D for this 
communication. 

Inner West 
Council 

The Marrickville dive structure 
is stated to be protected by 
the level of the metro tracks. 
The reference is only to the 
height above existing ground 
level, rather than providing 
the level relative to the flood 
levels. Hence, this is a 
somewhat meaningless 
statement. 

See Section 4.2.1.2 for information 
regarding flooding at the Marrickville 
Dive Structure. Updated in v2 of the 
FHMP. 
 

Closed – Inner West Council 
provided their written approval 
that their comments were 
addressed on 25th July 2024. 
See Appendix D. 
 
MTS sent them v3 of the FHMP 
on 31st July 2024. See 
Appendix D for this 
communication. 

Inner West 
Council 

The table provides a lengthy 
description of the flood 
behaviour in and around the 
dive site. It would be useful if 
the Plan were supported by 
flood mapping to illustrate this 
flood behaviour more clearly. 

Flood mapping now included in Section 
4.2.3. Updated in v2 of the FHMP. 
 

 

 
 

 

  

Closed - Inner West stated they 
would endorse the plan once 
the Marrickville Dive Site’s 
Probable Maximum Flood map 
has been updated in the FHMP. 
 
Page 37 now has the updated 
Probable Maximum Flood map 
that was required by Inner West 
Council. 
 
MTS sent them v3 of the FHMP 
on 31st July 2024 to close out 
this comment. 

DPHI Comment 2.1 
‘Table 2: Consultation Details 
‘does not adequately respond 
to or close out some 
outstanding issues raised by 
the following government 
agencies/stakeholders: 
• State Emergency Service 

(SES) (particularly the 
request for detailed site 
flood mapping 

• North Sydney Council 
• City of Sydney 
• Inner West Council 

(evacuation plans) 
• Willoughby Council 
Please provide details of the 
consultation for each agency 
and stakeholder in the 

See Table 2 and Appendix D for more 
detail surrounding external consultation. 
Updated in v3 and 4 of the FHMP. 
 

Closed – City of Sydney, Inner 
West Council, Willoughby 
Council, SES. 
 
 
North Sydney Council – See 
Appendix D for more detail. 
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Agency/ 
stakeholder  

Key issues raised MTS update Status 

manner prescribed by 
condition A9 of the approval. 
As DPHI is not the approval 
authority for this document, 
Sydney Metro is responsible 
for satisfying itself that all 
consultation has been 
adequately closed out and 
the subplan should reflect 
this. 

DPHI Comment 2.2 
Drawings are required 
detailing the Probable 
Maximum Flood extent and 
hazard categories for all parts 
of the project that are subject 
to inundation. 

MTS have provided the drawings 
detailing Probable Maximum Flood 
extent and hazard categories for the 
stations. Updated in v3 of the FHMP. 
 

Closed – Drawings of Probable 
Maximum Flood extents and 
hazard categories have been 
provided.  

3. Statutory requirements  

3.1. Legal and other obligations 
The legislation, planning instruments and contemporary flood risk management guidance considered during 
development and review of this Plan are listed below. 

The planning approvals considered during development of this Plan include CSSI 7400 for the Chatswood to 
Sydenham section and SSI 8256 Consolidated Approval, including MOD 1, MOD 2 and MOD 3, for the Sydenham 
to Bankstown section. Where obligations differ between approval instruments, the corridor-specific approval, 
licence, permit or handover requirement applies to the relevant asset or activity. 

• Environmental Planning and Assessment Act 1979 (EP&A Act) 
• Environmental Planning and Assessment Regulation 2021 (EP&A Regulation) 
• Protection of the Environment Operations Act 1997 (POEO Act) 
• Protection of the Environment Operations (General) Regulation 2022 

The assessment of impacts, risks and management measures discussed in this Plan has been informed by current 
NSW floodplain risk management, land use planning, climate change and stormwater guidance relevant to surface 
hydrology, drainage, water quality, flood modelling and emergency management: 

• Managing Urban Stormwater: Soils and Construction Volume 1 (Landcom 2004). 
• Managing Urban Stormwater: Soils and Construction Volume 2 (Department of Environment and Climate 

Change, 2008a). 
• Flood Risk Management Manual: the policy and manual for the management of flood liable land (NSW 

Government, 2023), which replaced the Floodplain Development Manual 2005. 
• Flood Risk Management Toolkit and supporting flood risk management guidelines, including guidance on flood 

impact and risk assessment, emergency management planning, understanding and managing flood risk, flood 
function and flood hazard categorisation, and practical consideration of climate change. 

• Considering Flooding in Land Use Planning Guideline (Department of Planning, Industry and Environment, July 
2021), including consideration of flood planning areas, probable maximum flood, emergency response, 
evacuation constraints and land use planning controls. 

• Planning Circular PS 21-006, Considering flooding in land use planning: guidance and statutory requirements, 
and Planning Circular PS 24-001, Update on addressing flood risk in planning decisions, as relevant to 
contemporary flood-prone land planning. 
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3.2. Development consent conditions 
The Chatswood to Sydenham component of the Project was declared Critical State Significant Infrastructure and 
approved by the Minister for Planning on 9 January 2017 under CSSI 7400, as modified by CSSI 7400 MODs 1 to 
9. The Sydenham to Bankstown component was approved separately under SSI 8256 on 12 December 2018 and 
is now administered as the SSI 8256 Consolidated Approval, including MOD 1, MOD 2 and MOD 3.  

The conditions of approval include flooding, hydrology and water quality requirements to be addressed during 
operation. For the Chatswood to Sydenham section, the relevant CSSI 7400 conditions are summarised below. For 
the Sydenham to Bankstown section, the applicable SSI 8256 conditions and the revised mitigation measures 
consolidated in Table 7.1 of the SSI 8256 assessment framework, including FHW11, are mapped to 
implementation in Compliance Table 1 and Section 3.3. 

• D3 (Operational Environmental Management Plan – OEMP) 
• D4 (Operational Environmental Management Plan – OEMP) 
• D2 (Operational Environmental Management Plan – OEMP) 
• D5 (Operational Environmental Management Plan – OEMP) 
• D6 (Operational Environmental Management Plan – OEMP) 
• E8 Flooding 
• E9 Flooding 
• E107 Water 
• E108 Water. 

 

3.3. Revised environmental management measures 
For the Chatswood to Sydenham section, the revised environmental management measures associated with 
flooding and hydrology are listed in the October 2016 Submissions and Preferred Infrastructure Report and 
reproduced in Table 3. For the Sydenham to Bankstown section, the revised mitigation measures consolidated in 
Table 7.1 of the SSI 8256 assessment framework apply. The operationally relevant requirement, FHW11, is 
reproduced in Table 4 and mapped to the responsible MTS functions, operational controls and supporting 
documents through which it will be implemented. 
Table 3 REMMs associated with flooding and hydrology 

REMM Requirement Document 
Reference 

SCW7 Discharges from the tunnel water treatment plant would be monitored to ensure compliance 
with the discharge criteria determined in consultation with the NSW Environment Protection 
Authority. 

Section 4 
(and 
GWMP) 

FH4 Where feasible and reasonable, detailed design would result in no net increase in stormwater 
runoff rates in all storm events unless it can be demonstrated that increased runoff rates as a 
result of the project would not increase downstream flood risk.  
 

Section 4 

FH5 Where space permits, on-site detention of stormwater would be introduced where stormwater 
runoff rates are increased. Where there is insufficient space for the provision of on-site 
detention, the upgrade of downstream infrastructure would be implemented where feasible and 
reasonable. 

Section 4 

FH6 Detailed design would occur in consultation with Marrickville Council to ensure future drainage 
improvement works around the Marrickville dive site would not be precluded.  
 

Section 4 

FH7 Consultation would be carried out with Marrickville Council to ensure flood-related outcomes of 
the project are consistent with any future floodplain risk management study and / or plan 
developed for the Marrickville Valley Catchment.  

Section 4 

FH8 The frequency of Sydney Trains rail service disruptions due to flooding would not be increased 
in the vicinity of the Marrickville dive structure.  

Section 4 
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REMM Requirement Document 
Reference 

FH9 Design of the Marrickville dive structure would be reviewed to, where reasonable and feasible, 
further reduce flood levels for events up to and including the 100-year annual recurrence 
interval, including at private properties, within the road reserve at Bolton Street and around 
Sydenham Station.  
Flood modelling to support detailed design would be carried out in accordance with the 
following guidelines:  
• Floodplain Development Manual (NSW Government, 2005b) 
• Floodplain Risk Management Guideline: Practical Consideration of Climate Change 

(Department of Environment and Climate Change, 2007b)  
• Floodplain Risk Management Guide: Incorporating Sea Level Rise Benchmarks in Flood 

Risk Assessments (Department of Environment, Climate Change and Water, 2010c)  
• New guideline and changes to section 117 direction and EP&A Regulation on flood prone 

land, Planning Circular PS 07-003 (NSW Department of Planning, 2007).  
 

Section 4 

Table 4 maps SSI 8256 REMM FHW11 to the responsible MTS functions, operational controls and supporting 
documents for the Sydenham to Bankstown section. 

For the Sydenham to Bankstown section of the corridor, the revised mitigation measures in Table 7.1 of the SSI 
8256 assessment framework are also relevant to the operation of this Plan (see table below). The Southwest 
section is managed under SSI 8256 and the relevant flooding, hydrology and water quality REMMs have been 
incorporated into the operational controls below. In particular, REMM FHW11 requires operational controls for 
flooding, hydrology and water quality to be maintained so that the project minimises adverse impacts on existing 
flooding characteristics, maintains the performance of drainage infrastructure and supports appropriate flood 
preparedness, response and maintenance controls throughout operation. 
Table 4 SSI 8256 implementation requirement 

REMM SSI 8256 implementation requirement Operational implementation Document 
reference 

FHW11 Maintain and implement operational 
flooding, hydrology, drainage and water 
quality controls for the Sydenham to 
Bankstown section so that SSI 8256 
performance outcomes and mitigation 
commitments continue to be achieved 
during operation, including management of 
residual flooding risks, preservation of 
drainage asset performance and 
implementation of flood preparedness, 
response and maintenance controls. 

MTS will implement drainage inspection 
and maintenance, culvert and pit 
cleaning, pump and alarm checks, 
water treatment plant discharge 
controls, severe weather monitoring, 
flood preparedness and response 
procedures, incident escalation, post-
event inspections and corrective 
actions through the OEMP, this Plan, 
the Severe Weather Conditions 
Response Plan, Site Incident 
Management Plans, EPL controls and 
relevant maintenance management 
systems. Maintenance responsibilities 
for FHW11 sit with Engineering and 
Maintenance Delivery, Asset 
Management, Infrastructure 
Engineering and the relevant 
maintenance delivery teams, supported 
by SQRE and the Environment and 
Sustainability Lead. These teams are 
responsible for scheduling routine 
inspections, completing pre-event and 
post-event drainage checks, cleaning 
culverts, pits, grates, track and cess 
drainage, testing pumps, alarms and 
telemetry, raising and closing defects, 

Sections 3.3, 
4.1, 4.2, 4.3 
and 5; 
OEMP; 
GWMP; EPL 
21247; 
concession 
SMCSWSW8-
JHL-WMS-BS-
PRL-11200.  
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REMM SSI 8256 implementation requirement Operational implementation Document 
reference 

maintaining emergency flood response 
equipment, recording completed works 
in the maintenance management 
system and escalating recurring or 
high-risk drainage and water quality 
issues for corrective action. For the 
Marrickville Active Transport Corridor, 
preservation of the approved swale, culvert 
and drainage configuration and assessment 
of future modifications must also be 
managed in accordance with concession 
SMCSWSW8-JHL-WMS-BS-PRL-11200. 
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3.4. Revised environmental performance outcomes 
Revised environmental performance outcomes associated with flooding and hydrology during the operation phase 
are listed in the SPIR and detailed in the table below. 
Table 5 environmental performance outcomes 

Desired performance outcome Environmental performance outcome Document 
reference 

Flooding 
The project minimises adverse impacts on existing flooding 
characteristics. Construction and operation of the project avoids 
or minimises the risk of, and adverse impacts from, infrastructure 
flooding, flooding hazards, or dam failure. 
 
Water – hydrology 
Long term impacts on surface water and groundwater hydrology 
(including drawdown, flow rates, and volumes) are minimised. 
The environmental values of nearby, connected, and affected 
water sources, groundwater, and dependent ecological system, 
including estuarine and marine water (if applicable) are 
maintained (where values are achieved) or improved and 
maintained (where values are not achieved).  
 
Sustainable use of water resources. 

The performance of the downstream 
drainage network will be maintained 
during operations. 

Section 4 

 

3.5. Roles and responsibilities  
Key roles and responsibilities applicable to this Plan are presented in Table 6 below. Further details regarding roles 
and responsibilities are outlined in Section 5.1 of the OEMP. 
Table 6 Roles and responsibilities 

Roles Responsibilities 

Learning & Development Manager Work with Environment & Sustainability Lead to develop training packages 
addressing environmental risk. 

Develop and implement the training delivery schedule for the O&M Phase, 
including environmental and sustainability aspects 

Operate reasonably independently, in accordance with MTS’s policies; 
quality, safety and environmental management systems; processes and 
relevant legislation. 

Head of Safety, Quality, Risk & 
Environment (SQRE) 

Be an emergency contact and available to be contacted by EPA, DPHI and 
The Sydney Metro Authority Representatives on a 24-hour basis. 

Provide environmental oversight, direction, and leadership regarding the 
environmental and sustainability management of the Project. 

Support the CEO-MTS on MTS operations and the management of 
stakeholders including, The Sydney Metro Authority, EPA and other State 
and Federal government bodies and other government agencies. 

Review the Project’s management systems and key management plans to 
ensure and maintain compliance with the requirements of the MTS IMS, 
CoA, and EPL. 

Ensure environmental incidents are managed and reported (to DPHI, EPA 
and Parent Companies) in accordance with the planning approval and EPL 
requirements. 
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Roles Responsibilities 

Environment & Sustainability Lead Obtain all required approvals to facilitate O&M of the Project, including but 
not limited to the EPL. 

Undertake environmental risk assessment and revisit this through the life 
of the project through continual review and improvement processes within 
the IMS. 

Key point of contact for environmental and planning approvals and 
sustainability stakeholders, including but not limited to DPHI, EPA, ISCA. 

Be an emergency contact and available to be contacted by EPA, DPHI and 
The Sydney Metro Authority representatives. 

Notify MTS, OpCo2 and agencies as required in response to 
environmental incidents and potential incidents. 

Identify and maintain a register of relevant legal, MTS IMS requirements, 
contractual and other requirements. 

Obtain all necessary environmental and planning approvals prior to 
commencing relevant works. 

Ensure the project induction includes appropriate training regarding the 
requirements of this OEMP, the EPL and any other key obligations. 

Ensure identified risks are analysed and evaluated according to agreed 
criteria. Regularly review identified risks and controls and maintain a risk 
register. 

Ensure regular inspections, observations, monitoring, and audits are 
conducted to check the effectiveness of controls and that compliance is 
maintained. 

Review subcontractors’ performance and compliance with MTS 
environmental and sustainability requirements. 

Enter and close out all environmental incidents in the O&M Phase 
Reporting System. 

Identify and implement corrective and preventative actions after incidents 
and share lessons learned within the MTS team or other projects, as 
applicable. 

General Manager (GM), Safety, Quality, 
Risk & Environment 

O&M related investigations, compliance inspections, and data and trend 
analysis to mitigate safety and environmental risks. 

Maintain MTS compliance with relevant environmental standards, and 
legal and regulatory requirements. 

Support the Head of Safety, Quality, Risk & Environment with the delivery 
of key O&M milestones in alignment with MTS legal and regulatory 
requirements, business objectives, and key performance indicators. 

Ensure preventative and corrective actions requested are completed within 
appropriate timeframes through efficient monitoring. 

Expected to operate reasonably independently, in accordance with MTS’s 
policies; quality, safety and environmental management systems; 
processes and relevant legislation. 

GM, Engineering & Maintenance Delivery Responsible for establishing and executing O&M asset management 
strategy and asset management plan in adherence to the OEMP. 

Head of Asset Management Expected to operate reasonably independently in accordance with MTS’s 
policies, Integrated Management System, processes, Safety Management 
System, and relevant legislation. 

Infrastructure Engineering Manager Expected to operate reasonably independently in accordance with MTS’s 
policies. SQRE management system, processes, and relevant legislations. 
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Roles Responsibilities 

Infrastructure Delivery Manager Expected to operate reasonably independently in accordance with MTS’s 
policies. SQRE management system, processes, and relevant legislations. 

Head of Strategy, Corporate Relations & 
Communications 

Providing the delivery of internal and external communication (media, 
government, and stakeholder relations). 

 

3.6. Training 
All employees, contractors and utility staff working on the Project will undergo site induction training, in accordance 
with the Training Management Plan (SMCSWTS2-MTS-CSW-PM-PLN-002136) and Section 5.2 of the OEMP. The 
site induction training provides training on various environmental aspects, including flooding and hydrology 
management issues/measures. 

Records will be kept for all personnel undertaking site induction training, including the training content, date and 
name of the trainer or trainers. 

Targeted training or specific training will also be provided to personnel with a key role in flooding and hydrology 
monitoring and management, if required. 

4. Implementation 

4.1. Existing environment 
4.1.1. Surface hydrology and drainage infrastructure  
The project is located within drainage catchments that ultimately drain to Middle Harbour, Sydney Harbour, and 
Botany Bay. The catchment’s the project is in, the receiving waters and associated drainage infrastructure are 
summarised in the table below. All drainage catchments across the project are highly urbanised, with large 
impervious surfaces created by roads, footpaths, and buildings. These impervious surfaces are interspersed with 
pervious surfaces associated with parkland areas and other unsealed surfaces (such as vacant land and 
landscaped areas). All natural watercourses have generally been replaced with constructed drainage systems 
(such as lined and unlined drainage channels, and sub-surface pit and pipe networks) that discharge into the 
downstream receiving environments (refer to table). 

Surface water is generally collected by developed stormwater networks, which consist of road kerb and guttering, 
lined and unlined drainage channels, and sub-surface pit and pipe networks. The majority of the drainage systems 
are owned and maintained by the local council, while several of the larger trunk drainage systems are assets of 
Sydney Water. The existing drainage systems, as they would relate to project elements, are described in the table 
below. 
Table 7 Existing drainage catchments, receiving waters and associated drainage infrastructure 

Project Location Catchment Receiving 
Waters 

Drainage Infrastructure 

Chatswood dive site 
(northern) 

Near the top of Scotts 
Creek and Flat Rock 
Creek Catchments 

Middle Harbour • Rail corridor runoff is collected by the rail 
drainage system and discharged into 
surrounding council stormwater systems 
within the Flat Rock Creek Catchment. 

• Runoff from the Chatswood dive site flows 
north into the Scotts Creek Catchment and is 
drained by a stormwater pipe that runs down 
Hammond Lane and crosses under the rail 
corridor at Chapman Avenue. 

Artarmon substation Flat Rock Creek Middle Harbour • Runoff is collected by the drainage networks 
on Reserve Road and Gore Hill Freeway. 
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Project Location Catchment Receiving 
Waters 

Drainage Infrastructure 

Crow’s Nest Station Flat Rock Creek Middle Harbour • Runoff is collected by road kerb and gutter 
systems and discharged into stormwater pits 
at the intersection of Oxley Street and Clarke 
Lane. 

Victoria Cross Station Milson Park Sydney Harbour • Runoff is collected by road kerb and gutter 
systems and discharged east to-wards 
Kirribilli. 

Blues Point temporary site N/A Sydney Harbour • Runoff drains directly into Sydney Harbour. 

Barangaroo Station City Area (Sydney) Sydney Harbour • Runoff is collected by a number of drainage 
pits and pipes on Hickson Road into the 
Barangaroo Water Treatment Plant. The 
water discharges west directly into Sydney 
Harbour. 

Martin Place Station City Area (Sydney) Sydney Harbour • Runoff is collected by the drainage system in 
Castlereagh Street, which discharges north 
to-ward Circular Quay and Sydney Harbour. 

Gadigal Station City Area (Sydney) Sydney Harbour • Runoff is collected by the road drainage 
systems and drains north down Pitt Street 
and eventually discharges directly into 
Sydney Harbour. 

Central Station Darling Harbour (Sydney) Sydney Harbour • Runoff is collected by the rail corridor 
drainage system and connects to larger pipe 
systems draining around and un-der the site.  

• Rail corridor drainage in the northern half of 
the site connects to drainage in Eddy Avenue 
or a trunk drain under the site near 
Devonshire Street, both of which are part of 
the Darling Harbour catchment.  

• Rail drainage in the southern half of the site 
connects to trunk mains under the site from 
Prince Alfred Park that are part of the 
Blackwattle Bay catchment. 

Waterloo Station Alexandra Canal Botany Bay via the 
Cooks River 

• Runoff is collected by drainage systems in 
Botany Road and Cope Street. 

Sydenham Station, 
Marrickville dive site 
(southern), and SMTF-S 

Marrickville Valley Botany Bay via the 
Cooks River 

• Runoff is collected by the rail corridor 
drainage system or council stormwater 
system and discharged into the surrounding 
street and trunk drainage systems.  

• The main drainage features comprise the 
Eastern Channel and the Sydenham Storage 
Pit located immediately north of the rail 
corridor. 

•  The Eastern Channel collects runoff from the 
areas of Enmore, Newtown, and St Peters 
and discharges it south to the Cooks River 
and ultimately to Botany Bay.  

• A number of rail culverts between Sydenham 
Station and the Bedwin Road overbridge 
drain areas south of the rail line into the 
Eastern Channel.  

• The Sydenham Storage Pit is a large 
detention basin that collects urban runoff from 
areas of Marrickville that is then pumped into 
Eastern Channel. The Eastern Channel and 
Sydenham Storage Pit are both assets of 
Sydney Water. 

• Sydney Metro Trains Facility South contains 
the Marrickville Water Treatment Plant that 
collects all water flowing through the metro 
network tunnel and discharges it into the 
Cooks River at a rate of 13 L/s. The Water 
Treatment Plant’s discharge criteria is 
managed under EPL 21247. This criterion is 
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Project Location Catchment Receiving 
Waters 

Drainage Infrastructure 

outlined in the OEMP. See Figures 1, 2 and 3 
below for a plan of the Marrickville Dive site, 
the location of the WTP and its drainage 
layout 

Marrickville Station Marrickville Valley / 
Cooks River 

Cooks River, then 
Botany Bay 

• Runoff from the station, rail corridor and 
surrounding urban catchment is collected by 
station and track drainage, local council pits 
and pipes, and cross-corridor culverts. 

• External runoff from areas including Moyes 
Street and Greenbank Street may flow 
through McNeilly Park toward the rail corridor 
when local drainage capacity is exceeded. 

• Flows discharge to the Marrickville Valley 
trunk drainage system, including the Western 
and Eastern Channels, and then to the Cooks 
River. 

Dulwich Hill Station Cooks River Cooks River, then 
Botany Bay 

• Station and corridor runoff is collected by 
platform, track and cess drainage and the 
surrounding council stormwater network. 

• The surrounding urban catchment drains 
generally toward the Cooks River through 
local road drainage and cross-corridor 
culverts. 

• Where local capacity is exceeded, overland 
runoff may enter or pass through the corridor 
before discharging to the Cooks River. 

Hurlstone Park Station Cooks River Cooks River, then 
Botany Bay 

• Runoff is collected by station drainage, track 
and cess drains, local street drainage and 
cross-corridor culverts. 

• The surrounding catchment generally 
conveys surface water from north to south 
beneath the rail corridor. 

• Flows discharge through the local stormwater 
network to the Cooks River; overland flow 
may occur at adjacent low points when pits, 
pipes or culverts surcharge. 

Canterbury Station Cooks River Cooks River, then 
Botany Bay 

• Station and corridor runoff is conveyed by 
track drainage, local council stormwater 
assets and cross-corridor drainage toward 
the Cooks River. 

• The surrounding catchment includes 
significant overland flow paths east of the 
station, where runoff may enter the rail 
corridor when local drainage and cross-
drainage capacity is exceeded. 

• Runoff west of the station is generally 
collected by local road drainage and 
conveyed to the Cooks River catchment. 

Campsie Station Cooks River Cooks River, then 
Botany Bay 

• Runoff from the station and corridor is 
collected by track and cess drainage, station 
pits and the surrounding council stormwater 
system 

• The local catchment generally conveys water 
from south to north beneath the rail corridor 
through cross-drainage assets. 

• When the local network surcharges, overflow 
can enter the corridor and travel east toward 
Campsie Station before discharging through 
the Cooks River drainage System. 

Belmore Station Cooks River Cooks River, then 
Botany Bay 

• Runoff is collected by station, track and cess 
drainage and adjoining council stormwater 
assets. 

• The surrounding catchment generally 
conveys water from south to north beneath 
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Project Location Catchment Receiving 
Waters 

Drainage Infrastructure 

the rail corridor; the rail alignment is 
predominantly on fill near the station. 

• Local runoff discharges through the road and 
trunk drainage network to the Cooks River, 
with localised surface flow possible around 
external low points. 

Lakemba Station Coxs Creek / Cooks River Coxs Creek, Cooks 
River, then Botany 
Bay 

• Station and rail corridor runoff is collected by 
track and cess drainage, local pits and pipes, 
and cross-corridor culverts. 

• The surrounding catchment generally drains 
from south to north beneath the corridor; 
constrained cross-drainage east and west of 
the station may surcharge in larger events. 

• Runoff discharges through the Coxs Creek 
system to the Cooks River and Botany Bay. 

Wiley Park Station Coxs Creek / Cooks River Coxs Creek, Cooks 
River, then Botany 
Bay 

• Runoff is managed by station, track and cess 
drainage, local council stormwater 
infrastructure and cross-corridor culverts. 

• Surface water generally moves from south to 
north beneath the rail corridor; the 
surrounding urban catchment may generate 
local overland flow where drainage capacity 
is limited. 

• The station catchment discharges via Coxs 
Creek to the Cooks River and Botany Bay. 

Punchbowl Station Coxs Creek / Cooks River Coxs Creek, Cooks 
River, then Botany 
Bay 

• Station and corridor runoff is collected by 
track drainage, local stormwater assets and 
several cross-corridor culverts east and west 
of the station. 

• The surrounding catchment generally drains 
from south to north; culvert capacities vary 
and overflow may enter or travel along the rail 
corridor during larger events. 

• Runoff ultimately discharges through Coxs 
Creek to the Cooks River and Botany Bay. 

Bankstown Station Upper Salt Pan Creek Salt Pan Creek, 
Georges River, then 
Botany Bay 

• Runoff from the station, rail corridor and 
adjoining streets is collected by station and 
track drainage and the local council 
stormwater network. 

• The highly urbanised upper Salt Pan Creek 
catchment responds rapidly to intense 
rainfall; ponding and overland flow may occur 
near Marion Street and Bungalow Crescent, 
Olympic Parade, North Terrace and South 
Terrace. 

• Flows discharge through the Salt Pan Creek 
drainage system to the Georges River and 
Botany Bay. 
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Figure 1 Marrickville Dive Site and location of WTP 
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Figure 2 Marrickville Dive Site drainage layout 1 
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Figure 3 Marrickville Dive Site drainage layout 2 
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4.1.2. Flooding 
Due to the highly urbanised drainage catchments surrounding the project area, flooding behaviour is expected to 
be largely controlled by the capacity of stormwater drainage systems and roadways that form overland flow paths. 
Existing flooding behaviour around the various sites comprising the Project is outlined in the table below. 
Table 8 Existing flood behaviour 

Location Existing Flood Behaviour 

Chatswood dive site 

(northern) 
The Chatswood dive site is located near the top of the Scotts Creek and Flat Rock Creek 
drainage catchments. Localised flooding of the construction site and in the rail, corridor has 
the potential to occur during high intensity rainfall events. 

Artarmon substation The site is located near the ridge between sub-catchments and would therefore not be 
affected by flooding. The main overland flow path near the site is on Reserve Road, which 
drains south before turning east along the northern side of the Gore Hill Freeway. 

Crow’s Nest Station The site is located at the top of the Flat Rock Creek catchment. During high intensity rainfall 
events, flows are carried away from the site by the existing road drainage infrastructure. 

Victoria Cross Station Urbanised areas of North Sydney drain towards the site. The main overland flow paths 
around the site are down Berry Street and Miller Street and there is a low point in Miller 
Street immediately north of the Pacific Highway intersection. The catchment upstream of the 
Miller Street low point covers about 17 hectares. Flood levels at the Miller Street low point, in 
the vicinity of the station site, are limited by the downstream level of the Pacific Highway. 

Barangaroo Station The site is located along a low-lying area of Hickson Road. The catchment draining toward 
Hickson Road extends about 200 metres east to Observatory Hill. When the stormwater 
system capacity is exceeded, floodwaters flow onto Hickson Road from a low point on High 
Street near Lance Lane. Ponding currently occurs on Hickson Road in the Barangaroo 
Station site area in events as frequent as the two-year average recurrence interval. Ponding 
depths of between 0.5 and 0.75 metres would occur in the probable maximum flood event. 
There will be changes (improvements) to the existing flood environment in this location as a 
result of drainage infrastructure upgrade work proposed as part of the Central Barangaroo 
development. 

Martin Place Station The catchment falling towards the site extends about 200 metres east to Macquarie Street. 
The overland flow paths around the site are down Elizabeth, Castlereagh, and Hunter 
streets. Overland flooding occurs during a five-year average recurrence interval event and 
flood depths of between 0.25 to 0.5 metres would occur in the probable maximum flood. High 
hazard flooding occurs in Hunter Street in flood events at or higher than the 20-year average 
recurrence interval. 

Gadigal Station The site is located near the top of the City Area (Sydney) catchment. During high intensity 
rainfall events, flows would be carried by the surrounding roads and associated drainage 
networks and would not result in flooding in the vicinity of the Gadigal Station site. 

Central Station Urbanised areas of Surry Hills drain towards Central Station from the east. The main 
overland flow paths that approach Central Station are from: 
• Foveaux Street, where floodwaters continue west down Eddy Avenue toward George 

Street. 
• Devonshire Street and Prince Alfred Park, where floodwaters enter the Central Station 

site and pond in low-lying sections of the rail track next to Prince Alfred Park in events as 
frequent as the two-year average recurrence interval. 

Waterloo Station Urban areas of Redfern drain towards the site. Cope Street and Botany Road are the main 
overland flow paths around the site. Flood depths of up to one metre occur near the Cope 
Street and Wellington Street intersection in the 100-year average recurrence interval event. 

Sydenham Station, 
Marrickville dive site 

(southern) and SMTF-S 

The Marrickville dive site is in low-lying terrain where flooding occurs. Areas to the north and 
south of the existing rail lines (T2, T3 and T4 rail lines) drain towards the Marrickville dive site 
and Eastern Channel. The main overland flow path from the north is down Murray Street 
before floodwaters enter the upstream section of Eastern Channel. Catchments from south of 
the rail corridor drain via several culverts under the rail line into Eastern Channel. These 
culverts flow full in flood events with an average recurrence interval of two years or more, 
causing floodwaters to flow over the rail line near the Bedwin Road overbridge and 



 

 

 
Flooding and Hydrology Plan  
SMCSWTS2-MTS-1NL-EM-PLN-002711 | version 08 
This document is uncontrolled when printed.  Page 30 

Location Existing Flood Behaviour 

Sydenham Station. Currently in a 10-year average recurrence interval event, overland 
stormwater flows mostly occur to the south of the rail corridor. From Grove and Sutherland 
streets, stormwater flows westward and across Unwin’s Bridge Road and through 
commercial properties before pooling mostly in low-lying areas on Bolton Street.  
Low-level flooding occurs within the rail corridor immediately to the north of Sydenham 
Station. Low to mid-level flooding also occurs on Murray Street. Currently in a 100-year 
average recurrence interval event, overland stormwater flows follow similar flow paths to the 
one in 10-year annual recurrence interval event. 
Low to mid-level flooding occurs in Grove and Sutherland streets and Unwin’s Bridge Road 
and high-level flooding is predicted to occur in Bolton Street. Mid-level flooding (about 0.75 
metres peak depth) is predicted to occur on Murray Street in this flood event. At Sydenham 
Station, flooding of the rail tracks between station platforms occurs with peak depths 
reaching about 0.5 metres. Low-level flooding of the rail corridor occurs to the north of 
Sydenham Station and in the vicinity of Murray Street (south of Bedwin Road) in the 100-year 
average recurrence interval flood event. 
Currently the modelled probable maximum flood event results in extensive flooding around 
the Marrickville dive site. Most of the existing rail line between the Bedwin Road overbridge 
and Sydenham Station would be flooded with depths varying between 0.5 and 1.5 metres. 
Under current site conditions mid to high-level flooding is modelled to occur in the probable 
maximum flood event on Unwin’s Bridge Road, and high-level flooding to depths exceeding 
1.5 metres is predicted to occur on Murray Street, Bolton Street and at Sydenham Station 
between the station platforms 

Marrickville Station Marrickville Station is located within the Marrickville Valley catchment near the Cooks River 
floodplain. Local stormwater runoff from areas south of the corridor, including Moyes Street 
and Greenbank Street, can exceed the capacity of the underground drainage network and 
flow through McNeilly Park toward the rail corridor and Marrickville Station. Flooding of the 
rail corridor near Marrickville Station is predicted in events as frequent as a 39 per cent AEP 
event. In a one per cent AEP event, flood depths are estimated to be up to one metre near 
the Illawarra Road bridge. McNeilly Park and Marrickville Oval operate as local flood storage 
areas during larger storm events. High hydraulic hazard areas have been identified west of 
Marrickville Station and along nearby public roads including Railway Parade, Sydenham 
Road, Marrickville Road, Illawarra Road, Schwebel Street and Arthur Street. 

Dulwich Hill Station Dulwich Hill Station is within the Cooks River catchment. Surface water generally drains 
toward the Cooks River through the local road, stormwater and cross-corridor drainage 
network. Flood behaviour is controlled by the capacity of local drainage systems and by 
overland flows that may enter the rail corridor where cross-drainage capacity is exceeded. 
Existing flooding is generally localised compared with the Marrickville area, but overland flow 
into or adjacent to the corridor may occur during intense rainfall events. 

Hurlstone Park Station Hurlstone Park Station is also within the Cooks River catchment. Flooding behaviour is 
influenced by the urbanised catchment response, local road drainage and the capacity of 
cross-corridor drainage. Surface water generally drains from north to south beneath the rail 
corridor. Overland flow may occur where local stormwater systems are exceeded, with flood 
behaviour linked to adjacent low points, drainage pits, culverts and road corridors. 

Canterbury Station 
Canterbury Station is within the Cooks River catchment and is one of the more 
flood-sensitive locations in the Sydenham to Bankstown section. Flooding of the rail 
corridor east of Canterbury Station occurs in the five per cent AEP event. 
Substantial overland flooding east of Canterbury Station is identified as a high flood 
hazard area due to insufficient track and cross drainage capacity. Minor overland 
flooding potential is also identified west of Canterbury Station, generally as a lower 
hazard area.  

Campsie Station Campsie Station is within the Cooks River catchment. Surface water flows from south to 
north beneath the rail corridor. Overflows from the local drainage network can enter the rail 
corridor and flow east toward Campsie Station in events greater than the 10 per cent AEP 
event. A high flood hazard area is identified west of Campsie Station. Overflows from local 
drainage also enter the rail corridor near the Belmore triangle area in events greater than the 
39 per cent AEP event. 
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Location Existing Flood Behaviour 

Belmore Station Belmore Station is within the Cooks River catchment. Surface water generally flows from 
south to north beneath the rail corridor. Local drainage capacity constraints occur outside the 
rail corridor, but the rail alignment is generally in fill near Belmore Station. Existing 
assessment indicates no predicted significant overland flow issues within the rail corridor at 
the station itself; however, localised drainage constraints and overland flows may occur in 
surrounding areas during larger rainfall events. 

Lakemba Station Lakemba Station drains toward Coxs Creek and the Cooks River. Surface water generally 
flows from south to north beneath the rail corridor. East of Lakemba Station, there is a risk of 
flooding in the rail corridor for the five per cent AEP event and greater. West of Lakemba 
Station, cross-drainage capacity is limited; however, the rail corridor is generally in fill, 
reducing the likelihood of widespread track inundation at the station itself. 

Wiley Park Station Wiley Park Station drains toward Coxs Creek and the Cooks River. Surface water generally 
flows from south to north beneath the rail corridor. Existing cross-drainage capacity is limited 
in parts of the surrounding corridor, but the rail alignment is mostly in fill. Existing flooding 
behaviour is therefore generally associated with local drainage constraints and overland flow 
near the rail corridor rather than broad inundation of the station area. 

Punchbowl Station Punchbowl Station drains toward Coxs Creek and the Cooks River. Surface water generally 
flows from south to north beneath the rail corridor. East of the station there are several 
culvert crossings with varying hydraulic capacities and potential for overflows into the rail 
corridor. West of Punchbowl Station, drainage modelling indicates overflows into the rail 
corridor at several locations during the one per cent AEP climate change event. 

Bankstown Station Bankstown Station is within the Salt Pan Creek catchment, draining to the Georges River and 
Botany Bay. The upper Salt Pan Creek catchment is highly urbanised and can respond 
quickly to intense rainfall, with limited warning time. Flood mapping indicates potential 
flooding of the rail corridor in the vicinity of Bankstown Station during a one per cent AEP 
event at several locations. In events as frequent as a 63 per cent AEP event, ponding is 
indicated on the northern side of the rail corridor adjacent to Marion Street near Bungalow 
Crescent. In a one per cent AEP event, additional surface ponding from the local drainage 
network may occur near Olympic Parade and short sections of North Terrace and South 
Terrace. The rail corridor is mostly in fill, with limited potential for track flooding except in 
larger, less frequent events. A medium flood risk hazard area is identified east of Bankstown 
Station 
 

 AEM definition: Annual Exceedance Magnitude (AEM) refers to the magnitude of a rainfall, flow or flood 
event that has a specified probability of being exceeded in any given year. In this Plan, it should be read 
alongside Annual Exceedance Probability (AEP) terminology when describing the likelihood and relative 
severity of design flood events. 

AEP definition: Annual Exceedance Probability (AEP) is the probability that a rainfall, flow or flood event 
of a given size will be equalled or exceeded in any one year. For example, a one per cent AEP event has 
a one per cent chance of occurring or being exceeded in any year, while a five per cent AEP event has a 
five per cent chance of occurring or being exceeded in any year 

4.2. Impacts and risks 
4.2.1. EIS identified impacts 
4.2.1.1. Surface hydrology and drainage infrastructure 
The project has the potential to alter localised stormwater catchment flows and the operation of existing stormwater 
drainage networks. Potential impacts associated with increased local drainage catchment areas and increased 
runoff due to an increase in impervious surfaces may occur as a result of widening of the T1 North Shore Line 
corridor at Chatswood and at the Artarmon substation site. At all other locations, the aboveground station 
infrastructure is located within the footprint of existing development and would have a negligible impact on the 
existing surface hydrology. 
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Surface hydrology impacts on existing stormwater drainage networks have been primarily addressed through 
design measures including: 

• Location of the footprint within existing development areas have a negligible impact on the existing surface 
hydrology. 

• All surface water from aboveground facilities and tunnel dive structures are collected by new drainage 
infrastructure and connected to existing stormwater systems. 

• Surface water from aboveground facilities and tunnel dive structures, including for the T1 North Shore Line 
corridor and at the Artarmon substation site, is managed such that there would be no net increase in discharge 
rates from existing discharge locations into the downstream drainage system for all storm events.On-site 
detention of stormwater is introduced where surface water runoff rates are increased and where space for on-
site detention is available. 

• The southern services facility, located adjacent to the Marrickville dive site includes a water treatment plant to 
treat all tunnel water prior to release into Eastern Channel. 

4.2.1.2. Flooding 
Barangaroo Station, Martin Place Station and Waterloo Station sites remain identified as flood-sensitive locations 
within the Chatswood to Sydenham section of the Project. Aboveground stations and ancillary infrastructure 
generally have a negligible impact on existing flood behaviour because the infrastructure is located within the 
footprint of existing structures or away from identified overland flow paths. To avoid flooding impacts on project 
infrastructure, station entries and aboveground rail system facilities are located above the Probable Maximum 
Flood level and at least 0.5 metres above the 100-year average recurrence interval flood level, where feasible and 
reasonable. 

The tunnel dive structures have been designed at or above the Probable Maximum Flood level for mainstream 
flooding. Drainage at the dive structures is designed to manage flows for the 100-year average recurrence interval 
event. No flooding impacts on, or because of, the project are anticipated at or surrounding the Chatswood dive site.  

At the Marrickville Dive Site, the metro track and dive structure design has been developed to reduce the risk of 
flood ingress to the tunnel portal, including by setting the metro tracks at a level of about 6.3 metres Australian 
Height Datum near the start of the dive structure, which is about 1.5 metres above existing ground level. The 
reference to the 100-year ARI event change in flood level being less than 450 millimetres relates to the project-
related change or afflux under that design event and should not be read as meaning that the wider Marrickville rail 
corridor is not flood-prone. 

 As described in Table 8, under the current PMF conditions most of the existing rail line between the Bedwin Road 
overbridge and Sydenham Station would be flooded, with depths varying between 0.5 and 1.5 metres. 
Operationally, the Marrickville Dive Site is therefore managed as a flood-sensitive location, with the design focus 
being protection of the tunnel portal and management of residual flood risk through drainage maintenance, severe 
weather monitoring and emergency response arrangements. 

Marrickville Active Transport Corridor – preservation of drainage design assumptions (Hazard JHL-PHL-
155) 
The approved swale, culvert and drainage arrangements serving the Marrickville Active Transport Corridor (ATC) 
are to be preserved so that the flood-modelling assumptions and drainage performance adopted for the defined 
design rainfall events remain valid. Any proposed post-construction modification, obstruction or relocation by 
Sydney Trains or another party that may affect the swale, culvert, drainage infrastructure or associated pole 
arrangements must be subject to formal change control and engineering assessment against the approved flood 
model, drainage design assumptions, as-built information and concession SMCSWSW8-JHL-WMS-BS-PRL-11200 
before implementation. 

 The relevant asset owner is responsible for ensuring that future works do not reduce drainage effectiveness, 
increase ponding or water levels, make the ATC temporarily impassable, or increase slip, trip and fall risks to 
pedestrians, cyclists or maintenance personnel.  

 

The risk of increased flooding within the Marrickville Active Transport Corridor (ATC) has been reduced So Far As 
Is Reasonably Practicable (SFAIRP) through the approved swale, culvert and drainage arrangements informed by 
the Project flood modelling. These measures are intended to maintain drainage performance during the defined 
design rainfall events and minimise ponding or inundation that could affect pedestrians, cyclists and maintenance 
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personnel. 
The residual risk principally arises from future modifications, obstructions or other changes undertaken by Sydney 
Trains or other parties following completion of the Project. These changes may invalidate the assumptions 
underpinning the approved flood modelling and reduce the effectiveness of the drainage system. Accordingly, any 
future works affecting the swale, culvert, drainage infrastructure or associated pole arrangements must be subject 
to formal change control, assessed against the approved flood modelling, drainage design assumptions and as-
built information before implementation, and managed in accordance with concession SMCSWSW8-JHL-WMS-BS-
PRL-11200. 

 
No additional project engineering controls have been identified that would further reduce the risk without attempting 
to control undefined future works outside the project scope and control. Subject to the approved drainage 
arrangement being constructed in accordance with the design, verified through the project assurance process, 
accurately captured in the as-built documentation and managed in accordance with concession SMCSWSW8-JHL-
WMS-BS-PRL-11200, the residual risk ratings of Sydney Metro C – Medium and MTS R4 are considered reduced 
SFAIRP. Ongoing preservation of this position is dependent on the relevant asset owner applying the required 
change-control and engineering-assessment processes to future modifications. 

 

 

No additional project engineering control has been identified beyond construction and assurance of the approved 
arrangement; ongoing maintenance of the SFAIRP position and the recorded residual risk ratings is dependent on 
preservation of the approved configuration and application of the required asset-owner change-control and 
engineering-assessment processes.  

The associated concession is SMCSWSW8-JHL-WMS-BS-PRL-11200. 

Potential Operational Risks 
For the Sydenham to Bankstown section, the operational baseline is governed by the existing surface rail 
corridor, local stormwater systems, cross-corridor culverts, track and cess drainage, road overland flow paths and 
the Cooks River, Coxs Creek and Salt Pan Creek catchments. While this part of the corridor was generally 
considered to present a lower flooding risk than the Marrickville area, flooding behaviour remains location-specific 
and is influenced by local catchment characteristics, drainage capacity and overland flow paths.  

The following paragraphs describe the relevant catchment characteristics and operational flood behaviours across 
the ten upgraded stations. 

Marrickville Station and the Marrickville Dive Site are influenced by the Marrickville Valley catchment and the 
Cooks River drainage system. Stormwater runoff from Moyes Street and Greenbank Street can exceed the 
capacity of the underground drainage network and flow into McNeilly Park and toward the rail corridor and 
Marrickville Station. Flooding of the rail corridor near Marrickville Station is predicted in events as frequent as a 39 
per cent AEP event, with flood depths estimated to be up to one metre in a one per cent AEP event near the 
Illawarra Road bridge. McNeilly Park and Marrickville Oval operate as local flood storage areas, while high 
hydraulic hazard areas are identified west of Marrickville Station and along Railway Parade, Sydenham Road, 
Marrickville Road, Illawarra Road, Schwebel Street and Arthur Street. 

From Dulwich Hill to Hurlstone Park and Canterbury, the corridor generally drains toward the Cooks River via 
local road drainage, stormwater assets and cross-corridor culverts. Surface water flows through the rail corridor 
where the capacity of the external drainage network or cross-drainage assets is exceeded. Flooding east of 
Canterbury Station occurs in the five per cent AEP event, with substantial overland flooding east of Canterbury 
Station identified as a high flood hazard area due to insufficient track and cross drainage. Minor lower-hazard 
flooding potential is also identified west of Canterbury Station. 

At Campsie, surface water flows from south to north beneath the rail corridor. Overflows from the local drainage 
network can enter the rail corridor and flow east toward Campsie Station in events greater than the 10 per cent 
AEP event. A high flood hazard area is identified west of Campsie Station, and overflows from local drainage can 
also enter the rail corridor near the Belmore triangle area in events greater than the 39 per cent AEP event. At 
Belmore, local drainage capacity constraints occur outside the rail corridor; however, the rail alignment is generally 
in fill, and no significant overland flow issue is predicted within the station area itself. 

Lakemba, Wiley Park and Punchbowl are influenced by drainage to Coxs Creek and the Cooks River. East of 
Lakemba Station, flooding of the rail corridor is identified for the five per cent AEP event and greater. West of 
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Lakemba Station and through Wiley Park, cross-drainage capacity is limited in locations; however, the rail corridor 
is generally in fill, reducing the likelihood of broad track inundation. At Punchbowl, several culvert crossings east of 
the station have varying capacities and may overflow into the rail corridor. West of Punchbowl Station, drainage 
modelling indicates overflows into the rail corridor at several locations in the one per cent AEP climate change 
event. 

Bankstown Station is within the Salt Pan Creek catchment, draining to the Georges River and Botany Bay. The 
upper Salt Pan Creek catchment is highly urbanised and can respond quickly to intense rainfall. The 2007 Salt Pan 
Creek Stormwater Catchment Study Report, including the 2009 Addendum, investigated flooding in the upper 
reaches of Salt Pan Creek. Flood mapping indicates potential rail corridor flooding near Bankstown Station in a one 
per cent AEP event at several locations. In events as frequent as a 63 per cent AEP event, ponding is indicated on 
the northern side of the rail corridor adjacent to Marion Street near Bungalow Crescent. In a one per cent AEP 
event, additional surface ponding may occur near Olympic Parade and short sections of North Terrace and South 
Terrace. The rail corridor is generally in fill, with limited potential for track flooding except in larger, less frequent 
events, although a medium flood risk hazard area is identified east of Bankstown Station. 

The establishment and operation of project infrastructure within flood-prone areas has the potential to affect flood 
behaviour through loss of overland flow path capacity, loss of floodplain storage or changes to local catchment 
boundaries. However, flood impacts are generally limited to areas that already experience flooding, and no 
additional properties are expected to become flood-affected as a result of the project in scenarios up to and 
including the 100-year average recurrence interval event. With the implementation of flood mitigation and drainage 
infrastructure treatments, residual increases in flood levels would occur only in parts of the road network and rail 
corridor that already experience flooding. 

For operational management, the key controls for the extended network are the inspection and maintenance of 
drainage assets, culverts, pits, pumps, track and cess drainage, and the implementation of severe weather 
monitoring, emergency response and site-specific evacuation or shelter-in-place arrangements where rainfall, 
observed flooding or drainage asset performance indicates an increased operational risk. Section 4.2.2 provides 
the probable maximum flood extent drawings and analysis for the relevant project locations. Table 7 summarises 
existing catchments and drainage infrastructure, Table 8 summarises existing flood behaviour, and Table 9 
identifies pathways to receiving waters for the Marrickville to Bankstown operating corridor. 

Operational controls for flood-sensitive locations 

Flood-sensitive locations are locations where existing flood behaviour, overland flow paths, drainage capacity 
constraints, flood hazard mapping or site-specific PMF assessment indicate a potential operational risk to station 
access, rail corridor drainage, tunnel portals, maintenance access, customer movement, staff safety or emergency 
response. For this Plan, flood-sensitive locations include Barangaroo, Martin Place, Waterloo, the Marrickville Dive 
Site, Marrickville, Canterbury, Campsie, Lakemba, Punchbowl and Bankstown, together with any additional location 
where observed flooding, drainage asset performance or severe weather forecasts indicate an elevated operational 
risk. 

Operational controls for flood-sensitive locations include: 

• monitoring Bureau of Meteorology, NSW SES, council and Sydney Water severe weather, flood and 
stormwater advice where relevant to the corridor; 

• using the MTS Severe Weather Conditions Response Plan, Emergency Management Plan, Site Incident 
Management Plans and Operations Control Centre processes to escalate flood preparedness, customer 
management, station closure, train service disruption, evacuation or shelter-in-place decisions; 

• undertaking pre-event checks at known flood-sensitive locations where forecast rainfall, observed weather or 
drainage performance indicates an elevated risk, including checking station entrances, access and egress 
routes, pits, grates, sumps, pumps, culverts, track drainage and cess drainage so far as safe and practicable; 

• prioritising inspection and removal of debris from drainage inlets, pits, culvert openings and track drainage at 
locations with known overland flow paths or limited cross-drainage capacity, particularly Marrickville, 
Canterbury, Campsie, Lakemba, Punchbowl and Bankstown; 

• confirming that flood protection measures, pump systems, alarms, telemetry, back-up power arrangements and 
flood-sensitive maintenance controls are available and functioning where these are relied on to manage tunnel 
portal, station or asset flood risk; 

• maintaining access to flood mapping, PMF drawings, evacuation maps, safe refuge locations and quick-
reference emergency management actions for each relevant station or site; 
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• restricting maintenance activities in known flood-prone areas where severe weather or flood warnings indicate 
that safe access, egress or rescue could be compromised; 

• escalating observed flood impacts, blocked drainage, pump faults, water ingress, road closure impacts, 
restricted customer access, track inundation or asset damage through MTS incident and maintenance reporting 
systems; 

• liaising with NSW SES, emergency services, Sydney Metro, Sydney Trains, relevant Councils and Sydney 
Water where flooding may affect rail operations, customer movement, adjacent public roads, trunk drainage 
assets or emergency response access; and 

• reviewing inspections, incidents, near misses, flood observations and post-event drainage performance to 
identify corrective actions, asset maintenance requirements and updates to this Plan, the relevant Site Incident 
Management Plan, flood maps or emergency response triggers. 

The application of these controls is risk based. Controls are to be scaled to the forecast or observed conditions, the 
affected location, the availability of safe access and egress, the expected time to onset, the potential for customer 
or staff exposure, and whether the relevant station, tunnel portal, rail corridor section or drainage asset is already 
subject to localised flooding or flood warning triggers. Where external flood conditions present a greater risk than 
remaining within a station or facility, shelter-in-place and safe refuge arrangements are to be considered in 
consultation with the Operations Control Centre and emergency services. 

4.2.1.3. Corridor Drainage  
Surface water from the stations and surrounds is conveyed into the local drainage network, into trunk drainage 
systems and then to the downstream waterways. The pathways from the local drainage network to the receiving 
waterways for each station are outlined in the table below. 
 
Table 9 Project area and receiving waterways 

Project Area Section  Pathway to receiving waters from local drainage network 

 
Marrickville Western Channel / Eastern Channel - Cooks River - Botany Bay 

Dulwich Hill Cooks River - Botany Bay 

Hurlstone Park Cooks River - Botany Bay 

Canterbury Cooks River -Botany Bay 

Campsie Cooks River - Botany Bay 

Belmore Cooks River - Botany Bay 

Lakemba Coxs Creek - Cooks River - Botany Bay 

Wiley Park Coxs Creek - Cooks River - Botany Bay 

Punchbowl Coxs Creek - Cooks River - Botany Bay 

Bankstown Salt Pan Creek - Georges River - Botany Bay 

Rail corridor between stations 
 

The project area between stations also drains to Botany Bay via the Cooks River or Salt 
Pan Creek.  

 
There are more than 40 cross corridor drainage culverts larger than 450 millimetres within the 
project area. The capacities of these culverts vary and are estimated to range from about the 39 per cent AEP event 
to the one per cent AEP event. 
 
There is also drainage in the form of track and cess drainage which conveys stormwater flows along the rail corridor 
and connects to the local drainage network. Where the local drainage network upstream of the rail corridor has limited 
capacity, it overflows during flood events and overflows are directed into the rail corridor in some places. 
 
Locations where external catchment runoff may enter or travel along the rail corridor as sheet flow include Marrickville 
and the Marrickville Dive/Sydenham area; Dulwich Hill and Hurlstone Park; east and west of Canterbury Station; 
Campsie, including west of the station and near the Belmore triangle; east and west of Lakemba Station; Wiley Park; 
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east and west of Punchbowl Station; and the Bankstown Station area near Marion Street and Bungalow Crescent, 
Olympic Parade, North Terrace and South Terrace. Further details of the relevant catchments, drainage infrastructure 
and existing flood behaviour are provided in Tables 7 and 8. The operational controls to be implemented by MTS if 
sheet flow enters the rail corridor, including severe weather monitoring, pre-event drainage inspections, clearing of 
pits and culverts, pump and alarm checks, incident escalation, access restrictions, temporary flood-response 
measures, evacuation or shelter-in-place arrangements, and post-event inspections and corrective actions, are 
described in Section 4.2. 
 

4.2.1.4. Emergency management  
Given that the increase in flood levels would only occur at areas already subject to flooding, the project would not 
require changes to existing community emergency management arrangements for flooding and there would not be 
increased social and / or economic costs to the community as consequence of flooding. 

Emergency management arrangements, including flood preparedness, response and recovery, are to be 
implemented in accordance with the MTS Emergency Management Plan (SMCSWTS2-MTS-CSW-FL-PLN-
002650), relevant Site Incident Management Plans, the applicable Local Emergency Management Plans for each 
local government area traversed by the Project, and the Southwest Metropolitan District Emergency Management 
Plan.  

For the Southwest section, station-specific Site Incident Management Plans (SIMPs) apply to Marrickville, Dulwich 
Hill, Hurlstone Park, Canterbury, Campsie, Belmore, Lakemba, Wiley Park, Punchbowl and Bankstown stations. 
These SIMPs provide the site-specific emergency arrangements, including incident escalation, command and 
control, emergency access and egress, evacuation or shelter-in-place arrangements, assembly areas, safe refuge 
locations, communications and liaison with the Operations Control Centre and emergency services. The current 
approved SIMP for the affected station is to be used with this Plan, the MTS Emergency Management Plan and the 
Severe Weather Conditions Response Plan. 

Where a Southwest station SIMP is under review or has open comments in TeamBinder, the latest formally 
approved version remains the controlled reference until the review comments are resolved and the revised 
document is approved and issued through the document control process. The completion dates for outstanding 
SIMP reviews are managed outside this Plan and are to be confirmed through the responsible document owner 
and TeamBinder workflow; this Plan does not assign or assume a finalisation date. 

These external emergency management plans provide the local and district emergency management framework 
for coordinated agency response, including NSW SES flood response arrangements, emergency warnings, 
evacuation coordination, public information, access and egress considerations, and recovery activities.  

MTS will monitor and respond to flood warnings and emergency advice issued by NSW SES, relevant Councils and 
other emergency management agencies, and will coordinate operational actions through the Operations Control 
Centre and emergency services where required. 

Where temporary flood response measures are identified for station or corridor use, including sandbags, temporary 
diversion controls, waterway modifications or other flood protection equipment, the relevant site-specific procedure 
will define; 

• the trigger for deployment,  
• the nominated storage location 
•  the responsible role 
• the safe access route and the step-by-step method for installation 
•  monitoring, removal and post-event inspection.  

These procedures are mapped to forecast and observe conditions, including Bureau of Meteorology advice such as 
Severe Weather Warnings, Severe Thunderstorm Warnings, Flood Watches and Flood Warnings, and NSW SES 
Australian Warning System advice levels such as Advice, Watch and Act and Emergency Warning.  

Relevant local council or Sydney Water flood intelligence must be considered where it applies to the affected 
station, tunnel portal, drainage asset or rail corridor location. Temporary measures must only be implemented 
where it is safe and practicable to do so and must not obstruct emergency access, create additional flood hazard or 
adversely affect downstream drainage performance. 
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The following is an overview of MTS’s response to a flooding/major storm event; 

1. OCC will confirm the trigger: review the relevant BoM warning, NSW SES alert level, rainfall forecast, 
observed flooding, drainage blockage, pump alarm or site observation, and confirm whether the site-
specific trigger for temporary flood response measures has been met. 

2. Notify and obtain authorisation: notify the Operations Control Centre, station management, maintenance 
response lead and relevant emergency controller. Deployment must be authorised by the nominated 
responsible role unless immediate action is required to protect life or critical assets. 

3. Assess safety before access: confirm that staff can access the storage location and deployment area 
without entering floodwater, fast-flowing runoff, unstable ground, confined drainage areas or locations 
affected by electrical or operational rail hazards. 

4. Retrieve equipment: collect the required emergency tools from the nominated storage location, such as 
sandbags, temporary diversion equipment, drain covers, barriers, signage, personal protective equipment, 
lighting and communication equipment. 

5. Establish controls: set up exclusion zones, temporary signage and safe work areas before installation, and 
maintain emergency access, station egress paths and public movement routes where practicable. 

6. Deploy the temporary measure: install sandbags, temporary diversion controls or other approved flood 
protection equipment in accordance with the site-specific layout or quick-reference guide, ensuring that 
drainage paths, overland flow paths and emergency access are not obstructed unless specifically approved 
as part of the response. 

7. Monitor performance: inspect the temporary measure at intervals appropriate to the severity of the event, 
including during escalation from NSW SES Advice to Watch and Act or Emergency Warning, or where BoM 
warnings indicate intensifying rainfall or flood conditions. 

8. Escalate if conditions worsen: if water levels continue to rise, flow paths change, access or egress 
becomes unsafe, or the temporary measure is ineffective, immediately escalate to the Operations Control 
Centre and emergency services and consider evacuation, partial evacuation or shelter-in-place 
arrangements. 

9. Remove when safe: remove temporary measures only after the event has passed, safe access has been 
confirmed, floodwater has receded and the Operations Control Centre or relevant incident controller has 
confirmed that removal will not create additional risk. 

10. Inspect, record and restock inspect the affected area, drainage assets and deployed equipment after 
removal; record any defects, debris, asset damage, near misses or environmental incidents in the relevant 
MTS reporting system; and clean, replace or restock the emergency tools at the nominated storage 
location. 

 

4.2.2. Probable Maximum Flood extent drawings and analysis 
This section contains drawings detailing the Probable Maximum Flood extent and hazard categories (if known) for 
all parts of the project. It also includes an assessment of the flood risk up to and including the Probable Maximum 
Flood (PMF) on the site and access/egress routes, climate change considerations, time to onset, duration, depth, 
velocity and hydraulic hazard of any flooding or isolation as well as an assessment of the impact of the proposed 
development on flood behaviour on the sites themselves as well as surrounding properties.  

Specific triggers for evacuations, emergency management actions, and safe refuge locations above the PMF have 
also been outlined. As Central and Sydenham stations are owned and operated by Sydney Trains, MTS will follow 
their advice and instructions in times of emergency and/or evacuation. 
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4.2.2.1. Chatswood Dive Site 
Figure 4 Chatswood Dive Site Flood Protection Diagram 
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Trigger for implementation of F&H Plan 
Although the Marrickville Dive Site tunnel portal and associated assets have been designed at or above the 
Probable Maximum Flood (PMF) level to manage the risk of tunnel inundation, operational triggers are required to 
protect lineside staff, track workers, maintenance personnel and low-lying assets from localised flash flooding, 
drainage network surcharge, overland flow and restricted access or egress during high-intensity rainfall events. 
Triggers for implementing the Flooding and Hydrology Plan at the Marrickville Dive Site include forecast or 
observed rainfall that may generate flash flooding, NSW SES flood or severe weather advice relevant to the 
Marrickville Valley or Cooks River catchment, observed ponding or overland flow near the Bedwin Road 
overbridge, Sydenham Station, Murray Street, Bolton Street, Unwins Bridge Road, the Eastern Channel or the 
Sydenham Storage Pit, surcharge or blockage of pits, culverts, track drainage or cess drainage, water ingress 
alarms or pump faults, and any condition where safe access, egress or rescue of workers may be compromised. 

When a trigger is reached, the person identifying the condition must report the matter to the Operations Control 
Centre and the relevant maintenance or incident controller. The Operations Control Centre is to coordinate 
communications with station, operations, maintenance, safety and emergency management personnel, and 
escalate to NSW SES, emergency services, Sydney Metro, Sydney Trains, Inner West Council or Sydney Water 
where required. Before workers access the Marrickville Dive Site, rail corridor, drainage assets or other low-lying 
areas during or following severe rainfall, MTS must confirm that access and egress routes are available, drainage 
assets can be inspected safely, and the proposed work can be completed without exposing personnel to 
floodwater, fast-flowing runoff, unstable ground, electrical hazards, confined drainage surcharge or isolation from 
safe refuge. 

Operational actions may include delaying or suspending non-urgent lineside or track work, withdrawing personnel 
from low-lying sections of the rail corridor, establishing exclusion zones around ponded or fast-flowing water, 
checking pump and alarm status, inspecting and clearing pits, grates, culverts and track drainage where safe to do 
so, monitoring the Eastern Channel and Sydenham Storage Pit, and confirming whether evacuation, shelter-in-
place or safe refuge arrangements are required. After the event, drainage assets, pumps, alarms, access routes 
and any affected trackside or lineside infrastructure are to be inspected, defects or blockages raised through the 
maintenance management system, and any incident, near miss or environmental issue reported and reviewed in 
accordance with the MTS Emergency Management Plan, the Severe Weather Conditions Response Plan and this 
Plan. 

 
Emergency Management Actions 
As this site is a dive site and not an active Metro station, there is currently no site incident management plan to 
indicate emergency management actions or triggers, therefore the MTS Emergency Management Plan is to be 
consulted for this purpose. 

 

Safe Refuge Location above the PMF 
As the dive structures have been designed at or above the PMF, the entire location is a safe refuge location. 
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4.2.2.2. Crow’s Nest 
Figure 5 Crow’s Nest PMF Diagram 
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The following information has been obtained from the Crow’s Nest Station Design and Technical Services Report 
for Sydney Metro. 

Crow’s Nest station is situated on the Pacific Highway in Crow’s Nest, which is the highest point in the catchment 
draining to Middle Harbour. The Crow’s Nest station site is highly urbanised, and the streets have a steep gradient. 
Given the highly impervious nature of the Site surrounds, it is expected that storms of a “flash flood” nature would 
produce the worst-scenario flooding outcome around the station. North Sydney Council (NSC) provided the North 
Sydney Local Government Area (LGA) Flood Study (WMA water, 2017) model to use as the base case flood model 
for defining flood behaviour in the vicinity of Crow’s Nest Station. The objective of the North Sydney LGA Flood 
Study (WMA water, 2017) was to investigate local overland flooding and mainstream flooding to determine the 
nature and extent of the flood hazard over the entire LGA. It is acknowledged that this Flood Study model 
represents the best estimate of flood behaviour in the North Sydney LGA. 

Given the positioning of the station at the top of the catchment and steep gradient of the adjacent roads, the 1% 
AEP flood depths in the gutter next to the station are typically less than 150 mm, with the exception of an undrained 
sag on Pacific Highway adjacent to the station where the gutter flow depth in the design scenario is 200 mm. 
Similarly, the PMF flood depths in the gutter next to the Site are typically less than 250 mm with the exception of 
the Pacific Highway undrained sag next to the northern Site, where the PMF flood depth in the design scenario is 
320 mm. It is noted the proposed Crow’s Nest Station building footprint covers the same surface area as the 
existing site. The adverse flood impacts are therefore not a result of flow obstructions related to an increased 
building footprint occupying the Site, rather by regarding the roads and footpaths near the Site. 

The adopted climate change factor of 19.7% for the 1% AEP event rainfall is derived from the 2090 representative 
concentration pathway (RCP) scenario 8.5 conditions for the Crow’s Nest location, as recommended by AR&R 
2019. It shall be noted that sea-level rise would not impact the Site which is situated at an elevation of around 88 m 
AHD. As shown in Appendix R Figure A04 and Table 2-14, the 1% AEP + 19.7% increase in rainfall intensity flood 
level adjacent to the Site is always lower than the PMF flood level. As the PMF flood is a worst case scenario and 
therefore not subject to climate change, this indicates that climate change would have no impact on the flood 
protection levels for Crow’s Nest station. Furthermore, 1% AEP flood levels are not sensitive to climate change in 
the vicinity of Crow’s Nest station. 

 

Trigger for implementation of F&H Plan 
The MTS Severe Weather Conditions Response Plan (SWCR) outlines MTS’ response to minimise the impact and 
risk resulting from severe weather conditions such as rainfall. Responsible MTS employees, contractors, and 
employees of MTS contractors are bound by the SWCR. For a general overview of the definitions and processes 
related to severe weather conditions, see this plan. 

For Crow’s Nest specifically, triggers would include: 

• When expected or actual rainfall is over 30mm over a 6-hour period, or over 100mm over a 24-hour period that 
could result in a flash flood, especially on the corner of Clarke Lane and Oxley Street which features the most 
at risk flooding area on the site. MTS station staff can monitor the NSW SES’ utilisation of the Australian 
Warning System on their website or the HazardWatch website and app or from local severe weather alerts. 
The MTS Environment and Sustainability Advisor to also monitor expected rainfall events and let relevant 
station staff know. 

• Flooding from other sources such as water intrusions or surrounding premises’/roads. 
• Internal or external pump failures (e.g. sump pumps). 

 
Emergency Management Actions 
The Site Incident Management Plan (SIMP) for Crow’s Nest is the document that outlines site specific information 
related to emergencies at the Metro Station. See that document for all relevant emergency management actions. 

See below for a quick reference guide for emergency management actions: 

1. When a flash flood or sustained heavy rainfall requires an evacuation, the station staff report the incident 
with MTS’ Operations Control Centre (OCC) who manage the overall information flow for internal and 
external communications relating to MTS and the Metro Station. This includes to emergency services such 
as Police, Ambulance, and the NSW SES) 
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2. Station staff, with help from the OCC decide if a full evacuation, partial evacuation, or a shelter in place 
situation is required.  
 
If a full evacuation is necessary, the station’s wardens help evacuate customers via the egress routes to 
Assembly area A located in Figure 6 below just off Hume Street. This assembly point is safe from a PMF 
and will ensure customers are safe until emergency services (such as the SES) arrive. Also, if customers 
are unable to continue their journey outside the area, then a partial evacuation or a shelter in place 
situation would be advised. 
 
If a partial evacuation is required, the stations wardens will ensure customers move away from the 
localised flooding hazard to a safe area within the station.  
 
When conditions external to the building cause a greater hazard to occupants than remaining within the 
building, a shelter in place is implemented and the station’s warden’s assist customers to find safety in the 
station itself. 
 

3. All persons at the relevant Assembly Areas are required to stay until the surrounding area is deemed safe 
by emergency services and MTS’ OCC. 

 

Safe Refuge Location above the PMF 
Reviewing the information above with the site evacuation map below, it is deemed that a PMF will have minimal 
effect on the access/egress of persons evacuating the site to Assembly Area A and customers will be safe there. 
However, the MTS staff on site will be able to assist in the event of a flooding emergency. There is also an 
Emergency Control Centre on site, and this is where the Chief Warden establishes control, communication and 
coordination of the Emergency Control Organisation team and liaises with the OCC and emergency services. This 
process will also assist in the event of a flooding emergency to ensure customers are safe from a PMF. 
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Figure 6 Crow’s Nest Site Plan and Evacuation Map 
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4.2.2.3. Artarmon Substation 
Figure 7 Artarmon Shaft Flood Protection Diagram 
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Trigger for implementation of F&H Plan 
The Artarmon substation will be protected by a 1m high steel casing above the surface level to prevent water from 
entering inside from the ground level. It will also be managed such that there would be no net increase in discharge 
rates from existing discharge locations into the downstream drainage system for all storm events. Therefore, there 
is no requirement for triggers for evacuation. 
Emergency Management Actions 
As this site is a substation and not an active metro station, there is currently no site incident management plan to 
indicate emergency management actions or triggers, therefore the MTS Emergency Management Plan is to be 
consulted for this purpose. 

 

Safe Refuge Location above the PMF 
No safe refuge location is required. 
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4.2.2.4. Victoria Cross 
Figure 8 Victoria Cross PMF Diagram 
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The following information has been obtained from the Stormwater Management Plan and Flood Impact 
Assessment - Victoria Cross Integrated Station Development Document (SMCSWSVI-LLC-SVC-CE-REP-000005). 
The Victoria Cross (south) re-development site and the adjoining MLC site are located at a low point in Miller Street 
(approximately mid-block between Mount Street and Berry Street). Stormwater runoff collects at this low point and 
during larger storm events the water discharges through the two properties to the downstream street network. 
Surface runoff will be collected by a series of Council owned existing and new stormwater inlet pits along the Miller 
Street kerb alignment and directed into the proposed new stormwater storage tank in the Miller Street verge before 
discharging into the re-aligned Sydney Water trunk main and continuing downstream through the site. 

After flood mapping of the site, results indicate minor afflux (flood level increase) during a PMF event. Most of the 
afflux is less than 50mm and located on Berry Street and Spring Street There are a few spots where the afflux is 
between 50mm and 100mm, these locations are on Miller Street, Denison Street and Mount Street. However, the 
magnitude of increase is comparable with the flood modelling results obtained previously by the Design Stage 1 
design. 

The Victoria Cross Station has two stations entrance boxes connected by a cavern platform directly beneath Miller 
Street. The North Station Entrance is located at 50 McLaren Street, North Sydney, and includes an additional 
station entrance, boosting access for customers. The modelling results show that there is a flow path in Miller 
Street and it goes southwards before spreading to two flow paths in the intersection with McLaren Street. One goes 
eastwards along McLaren Street, and the other one goes southwards along Miller Street. There are two breaking 
out spots in Miller Street in the 100year ARI event, where flow leaves the road reserve. The first one occurs north 
of the entrance, and flows bypass the east boundary of the north station building. The second one flows directly 
into the site. 

After flooding mapping of the site, results indicate minor afflux (flood level increase) during a PMF event. Most of 
the afflux is less than 50mm and located on McLaren Street, Miller Street (south of the site) and an isolated patch 
in the northeast of the building. The flood level increase is greater than 50mm adjacent Miller Street, South of the 
site. Having checked street view, the flood level increase is exaggerated as the model did not allow water to flow 
across possible gaps between buildings. A check for flood ingress into the station entries has been undertaken to 
confirm all entrances, openings, voids, or paths from the street level to the station are protected from flood ingress 
in all storm events up to and including the PMF. 

For the climate change analysis, the Floodplain Risk Management Guideline – Practical Consideration of Climate 
Change (October 2007) recommends sensitivity analysis on flood modelling should be undertaken to develop an 
understanding of the effect of various levels of change in the hydrologic regime on the project at hand. Specifically, 
it is suggested that increases of 10%, 20% and 30% to rainfall intensity be considered. In this assessment, 10% 
rainfall increase has been adopted as the base design rainfall. The increase of 20% and 30% in rainfall intensity for 
the 100year ARI event has been analysed. The maps of flood level difference are documents in Appendix A.3 of 
the Victoria Cross Integrated Station Development Document. The flood level is increased in the whole catchment 
covering both north and south station entrance. The increase is greater than 50mm in front of the MLC building. 
However, the pedestrian link crossing the south station site is not overtopped even a 30% increase in rainfall in the 
100year ARI event. The sea level component of climate change has not been incorporated into the design as it is 
too far removed to have any meaningful impact on the outcomes of the modelling. 

The conclusion of the Victoria Cross Integrated Station Development Document deemed that the flood modelling 
indicated that flood waters surrounding and internal to the development can be managed to mimic or improve 
existing flood impacts without having a significant impact on adjoining and downstream properties. Significant 
improvement has been made to the site itself through careful grading and upgraded trunk stormwater infrastructure 
which allows stormwater flows to be collected and conveyed underground for storm events up to the 1% AEP 
(100year ARI) rather than overland as is currently the case.  

The impacts of climate change has been incorporated in the stormwater and flood modelling with an increase of 
10% rainfall intensity which is also reflected in the design of the local and trunk stormwater drainage systems. 
Safety is of paramount importance during the design of this overland flow with careful grading to any building 
entrance and levels set to prevent these flows from entering the building.  

Where this cannot be achieved, safety measures have been incorporated in the form of flood barriers to prevent 
flows from entering the building (e.g. at lift shafts). Hazard has been assessed through the site link and adjacent to 
the building in accordance with Australian Rainfall & Runoff categories to ensure that there is safe access to and 
from the building. 

 



 

 

 
Flooding and Hydrology Plan  
SMCSWTS2-MTS-1NL-EM-PLN-002711 | version 08 
This document is uncontrolled when printed.  Page 48 

Trigger for implementation of F&H Plan 
The MTS Severe Weather Conditions Response Plan (SWCR) outlines MTS’ response to minimise the impact and 
risk resulting from severe weather conditions such as rainfall. Responsible MTS employees, contractors, and 
employees of MTS contractors are bound by the SWCR. For a general overview of the definitions and processes 
related to severe weather conditions, see this plan. 

For Victoria Cross specifically, triggers would include: 

• When expected or actual rainfall is over 30mm over a 6-hour period, or over 100mm over a 24-hour period that 
could result in a flash flood, especially on Miller Street, Denison Street and Mount Street near the northern site 
which features the most at risk flooding area on the site. MTS station staff can monitor the NSW SES’ 
utilisation of the Australian Warning System on their website or the HazardWatch website and app or from local 
severe weather alerts. The MTS Environment and Sustainability Advisor to also monitor expected rainfall 
events and let relevant station staff know. 

• Flooding from other sources such as water intrusions or surrounding premises’/roads. 
• Internal or external pump failures (e.g. sump pumps). 

 
Emergency Management Actions 
The Site Incident Management Plan (SIMP) for Victoria Cross is the document that outlines site specific information 
related to emergencies at the Metro Station. See that document for all relevant emergency management actions. 

See below for a quick reference guide for emergency management actions: 

1. When a flash flood or sustained heavy rainfall requires an evacuation, the station staff report the 
incident with MTS’ Operations Control Centre (OCC) who manage the overall information flow for 
internal and external communications relating to MTS and the Metro Station. This includes to 
emergency services such as Police, Ambulance, and the NSW SES) 

2. Station staff, with help from the OCC decide if a full evacuation, partial evacuation, or a shelter in place 
situation is required.  
 
If a full evacuation is necessary, the station’s wardens help evacuate customers via the egress routes 
to Assembly area A located in Figure 9 below to Ted Mac Civic Park. This assembly point is safe from 
a PMF and will ensure customers are safe until emergency services (such as the SES) arrive. If the 
access to Miller Street is flooded and it is not possible to assemble at Ted Mac Civic Park, then the 
below partial evacuation or shelter in place options could be advised. Also, if customers are unable to 
continue their journey outside the area, then a partial evacuation or a shelter in place situation would 
be advised. 

 
If a partial evacuation is required, the stations wardens will ensure customers move away from the 
localised flooding hazard to a safe area within the station.  

 
When conditions external to the building cause a greater hazard to occupants than remaining within 
the building, a shelter in place is implemented and the station’s warden’s assist customers to find 
safety in the station itself. 

 
3. All persons at the relevant Assembly Areas are required to stay until the surrounding area is deemed 

safe by emergency services and MTS’ OCC. 

 

Safe Refuge Location above the PMF 
Reviewing the information above with the site evacuation map below, it is deemed that a PMF will have minimal 
effect on the access/egress of persons evacuating the site to Assembly Area A and customers will be safe there. 
However, the MTS staff on site will be able to assist in the event of a flooding emergency. There is also an 
Emergency Control Centre on site, and this is where the Chief Warden establishes control, communication and 
coordination of the Emergency Control Organisation team and liaises with the OCC and emergency services. This 
process will also assist in the event of a flooding emergency to ensure customers are safe from a PMF. 
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Figure 9 Victoria Cross Site Plan and Evacuation  
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4.2.2.5. Blues Point Shaft 
Figure 10 Blues Point Shaft PMF Diagram 
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Trigger for implementation of F&H Plan 
The Blues Point shaft will be managed such that there would be no net increase in discharge rates from existing 
discharge locations into the downstream drainage system for all storm events. Therefore, there is no requirement 
for triggers for evacuation. 
Emergency Management Actions 
As this site is a shaft and not an active metro station, there is currently no site incident management plan to 
indicate emergency management actions or triggers, therefore the MTS Emergency Management Plan is to be 
consulted for this purpose. 

 

Safe Refuge Location above the PMF 
No safe refuge location is required. 
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4.2.2.6. Barangaroo 
Figure 11 Barangaroo PMF Diagram 
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The following information has been obtained from the Barangaroo Station Civil Works, Hickson Road Stage 3 
Design - Flood Modelling Report (SMCSWSBR-BDA-SBR-DM-REP-000140). 

During the PMF event, flood levels surrounding the Barangaroo Station are generally expected to be decreased 
due to increased stormwater capacity. Increases in flood levels are noted on Hickson Road due to the raising of the 
road, however, depths are generally similar to existing conditions with increases/decreases occurring due to 
shifting of road sag/crest locations. Hazards within the road corridor is generally unchanged, 

For climate change effects, the ‘Barangaroo Ultimate Conditions’ PMF (2100 climate conditions) event shows flood 
depths on Hickson Road within the ‘Barangaroo Station Civil Works’ area of typically less than 0.5 m and flood 
levels ranging from ~3.6 mAHD at the southern Metro Pod to 2.9 mAHD to the north of the Metro Station Entrance. 
The flood impact mapping for both the 1% AEP + 10% rainfall & Representative Concentration Pathway 8.5 (RPC) 
events shows reductions in the extent of flooding on Hickson Road due to increased pipe conveyance. Other flood 
impacts are similar to that presented for the 1% AEP event impact comparison, with increased impacts noted in the 
‘flow through garden’ beneath the High Street sag, to the east of Hickson Road. These areas are not proposed for 
future public access/use. 

 

Trigger for implementation of F&H Plan 
The MTS Severe Weather Conditions Response Plan (SWCR) outlines MTS’ response to minimise the impact and 
risk resulting from severe weather conditions such as rainfall. Responsible MTS employees, contractors, and 
employees of MTS contractors are bound by the SWCR. For a general overview of the definitions and processes 
related to severe weather conditions, see this plan. 

For Barangaroo specifically, triggers would include: 

• When expected or actual rainfall is over 30mm over a 6-hour period, or over 100mm over a 24-hour period that 
could result in a flash flood, especially on Hickson Road. MTS station staff can monitor the NSW SES’ 
utilisation of the Australian Warning System on their website or the HazardWatch website and app or from local 
severe weather alerts. The MTS Environment and Sustainability Advisor to also monitor expected rainfall 
events and let relevant station staff know. 

• Flooding from other sources such as water intrusions, surrounding premises’/roads or even from Sydney 
Harbour which Barangaroo Metro Station is situated near. 

• Internal or external pump failures (e.g. sump pumps). 

 

Emergency Management Actions 
The Site Incident Management Plan (SIMP) for Barangaroo is the document that outlines site specific information 
related to emergencies at the Metro Station. See that document for all relevant emergency management actions. 

See below for a quick reference guide for emergency management actions: 

1. When a flash flood or sustained heavy rainfall requires an evacuation, the station staff report the incident 
with MTS’ Operations Control Centre (OCC) who manage the overall information flow for internal and 
external communications relating to MTS and the Metro Station. This includes to emergency services such 
as Police, Ambulance, and the NSW SES) 

2. Station staff, with help from the OCC decide if a full evacuation, partial evacuation, or a shelter in place 
situation is required.  
 

If a full evacuation is necessary, the station’s wardens help evacuate customers via the egress routes to 
Assembly area A located in Figure 12 below. Barangaroo station and this assembly point are safe from a 
PMF and will ensure customers are safe until emergency services (such as the SES) arrive. If customers 
are unable to continue their journey outside the area, then a partial evacuation or a shelter in place 
situation would be advised. 

 

If a partial evacuation is required, the stations wardens will ensure customers move away from the 
localised flooding hazard to a safe area within the station.  
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When conditions external to the building cause a greater hazard to occupants than remaining within the 
building, a shelter in place is implemented and the station’s warden’s assist customers to find safety in the 
station itself. 

3. All persons at the relevant Assembly Areas are required to stay until the surrounding area is deemed safe 
by emergency services and MTS’ OCC. 

 

Safe Refuge Location above the PMF 
Reviewing the information above with the site evacuation map below, it is deemed that a PMF will have minimal 
effect on the access/egress of persons evacuating the site to Assembly Area A and customers will be safe there. 
However, the MTS staff on site will be able to assist in the event of a flooding emergency. There is also an 
Emergency Control Centre on site, and this is where the Chief Warden establishes control, communication and 
coordination of the Emergency Control Organisation team and liaises with the OCC and emergency services. This 
process will also assist in the event of a flooding emergency to ensure customers are safe from a PMF. 
Figure 12 Barangaroo Site Plan and Evacuation Map 
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4.2.2.7. Martin Place 
Figure 13 Martin Place PMF Diagram 
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The following information has been obtained from the Sydney Metro Martin Place Integrated Station Development 
SMP-402: Civil Engineering Design Report (CSWSMP-MAC-SMA-CE-REP-999904). 

Flood modelling had been undertaken using 1D/2D hydraulic modelling software, TUFLOW. The City of Sydney 
has provided the City Area Catchment Flood Model to undertake this assessment. Flood modelling undertaken 
considers the impact of the integrated development including the North and South Towers and Sydney Metro 
Martin Place station. The flood maps indicate the flood levels in the vicinity of the proposed SMMP project are 
below the design criteria in the REMM (FH9) project requirement to not worsen existing flooding characteristics 
(defined as a maximum increase in flood levels of 50mm) from the existing condition for the 100 year ARI flood 
event. For the purposes of determining flood planning levels for the OSD and Metro entrances, requirements to 
accommodate the 100-year ARI event, includes an allowance of 30% rainfall increase to account for climate 
change. 

Trigger for implementation of F&H Plan 
The MTS Severe Weather Conditions Response Plan (SWCR) outlines MTS’ response to minimise the impact and 
risk resulting from severe weather conditions such as rainfall. Responsible MTS employees, contractors, and 
employees of MTS contractors are bound by the SWCR. For a general overview of the definitions and processes 
related to severe weather conditions, see this plan. 

For Martin Place specifically, triggers would include: 

• When expected or actual rainfall is over 30mm over a 6-hour period, or over 100mm over a 24-hour period that 
could result in a flash flood. MTS station staff can monitor the NSW SES’ utilisation of the Australian Warning 
System on their website or the HazardWatch website and app or from local severe weather alerts. The MTS 
Environment and Sustainability Advisor to also monitor expected rainfall events and let relevant station staff 
know. 

• Flooding from other sources such as water intrusions, surrounding premises’/roads. 
• Internal or external pump failures (e.g. sump pumps). 

 
Emergency Management Actions 
The Site Incident Management Plan (SIMP) for Martin Place is the document that outlines site specific information 
related to emergencies at the Metro Station. See that document for all relevant emergency management actions. 

See below for a quick reference guide for emergency management actions: 

1. When a flash flood or sustained heavy rainfall requires an evacuation, the station staff report the incident 
with MTS’ Operations Control Centre (OCC) who manage the overall information flow for internal and 
external communications relating to MTS and the Metro Station. This includes to emergency services such 
as Police, Ambulance, and the NSW SES) 
 

2. Station staff, with help from the OCC decide if a full evacuation, partial evacuation, or a shelter in place 
situation is required.  
 

If a full evacuation is necessary, the station’s wardens help evacuate customers via the egress routes to 
Assembly area A located in Figure 14 below. This assembly point is safe from a PMF and will ensure 
customers are safe until emergency services (such as the SES) arrive. If customers are unable to continue 
their journey outside the area, then a partial evacuation or a shelter in place situation would be advised. 

If a partial evacuation is required, the stations wardens will ensure customers move away from the 
localised flooding hazard to a safe area within the station.  

When conditions external to the building cause a greater hazard to occupants than remaining within the 
building, a shelter in place is implemented and the station’s warden’s assist customers to find safety in the 
station itself. 

3. All persons at the relevant Assembly Areas are required to stay until the surrounding area is deemed safe 
by emergency services and MTS’ OCC. 
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Safe Refuge Location above the PMF 
Reviewing the information above with the site evacuation map below, it is deemed that a PMF will have minimal 
effect on the access/egress of persons evacuating the site to Assembly Area A and customers will be safe there. 
However, the MTS staff on site will be able to assist in the event of a flooding emergency. There is also an 
Emergency Control Centre on site, and this is where the Chief Warden establishes control, communication and 
coordination of the Emergency Control Organisation team and liaises with the OCC and emergency services. This 
process will also assist in the event of a flooding emergency to ensure customers are safe from a PMF. 

 

 
Figure 14 Martin Place Site Plan and Evacuation Map 
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4.2.2.8. Gadigal 
Figure 15 Gadigal PMF Diagram – Northern Entrance 
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Figure 16 Gadigal PMF Diagram – Southern Entrance 
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The following information has been obtained from the Sydney Metro City and Southwest – Pitt Street Integrated 
Station Development SMP-402: Civil Engineering Design Report (SWCSWSPS-AUR-ALLCE-REP-000002). 

The Gadigal station (formerly called Pitt Street Station) is located under Pitt Street between Park Street and 
Bathurst Street. Gadigal Station is an underground station with entrances from Pitt Street, Park Street and Bathurst 
Street. It is critical that the flood behaviour around the proposed entrances is predicted to ensure that the potential 
flooding of the entrances (and therefore the underground station) is minimised. The surface flows on Park Street 
(southern side of the northern part of the station) flow from east to west and towards the Park Street/Pitt Street 
intersection. Flows from either side of the Park Street then turn into Pitt Street towards north at the location of the 
Park Street /Pitt Street intersection. The southern part of the station (located within DH catchment) is located at 
south-eastern corner of Pitt Street/Bathurst Street intersection with access proposed from both Pitt Street and 
Bathurst Street. The station’s southern site is almost located on top of the catchment. 

For the flood modelling, a climate change assessment has been undertaken to assess the potential impacts of 
future climate change on the flood behaviour around the proposed development and on the development design 
levels. Based on the TUFLOW results, the maximum flood levels along Park Street vary between approximately 
24.4m AHD in Park Street/Castlereagh intersection and approximately 23.0m AHD in Park Street/Pitt Street 
intersection in PMF event. Maximum flood depth of up to approximately 440mm are predicted in Park Street in the 
PMF event (the highest depth predicted in Park Street/Pitt Street intersection). Maximum flood velocities of up to 
2.5m/s are predicted along Park Street in a PMF event with flood hazard classification of low (classification No 1). It 
is noted that the hazard maps were prepared based on definition by Australian NSW Floodplain Management 
Manual (NSW, 2005). Therefore, minor increases in the peak flood depth and velocity is anticipated as a result of 
the station along Park Street in PMF event. However, the flood hazard is still expected to be low. In Pitt Street, the 
maximum flood level of 22.7m AHD and maximum flood depth of 570mm are predicted in PMF. Peak flow velocities 
of up to 2.0m/s are predicted along the Pitt Street frontage of the proposed development in PMF. The flood hazard 
is predicted to be low (hazard classification 1) in PMF. 

For the Darling Harbour side of the station, the maximum flood levels along Bathurst Street vary between 
approximately 26.5m AHD in Bathurst/Castlereagh Road intersection and approximately 25.6m AHD in 
Bathurst/Pitt Street intersection in PMF event. Maximum flood depth of up to 240mm are predicted in Bathurst 
Street in PMF with deepest at the Bathurst/Pitt Street intersection. Maximum flood velocities of generally less than 
1m/s are predicted in Bathurst Street in a PMF event. Based on the results, only minimal changes in the flood 
behaviour along Bathurst is predicted as a result of the proposed development compared to the existing case in a 
PMF event. 

 

Trigger for implementation of F&H Plan 
The MTS Severe Weather Conditions Response Plan (SWCR) outlines MTS’ response to minimise the impact and 
risk resulting from severe weather conditions such as rainfall. Responsible MTS employees, contractors, and 
employees of MTS contractors are bound by the SWCR. For a general overview of the definitions and processes 
related to severe weather conditions, see this plan. 

For Gadigal specifically, triggers would include: 

• When expected or actual rainfall is over 30mm over a 6-hour period, or over 100mm over a 24-hour period that 
could result in a flash flood. MTS station staff can monitor the NSW SES’ utilisation of the Australian Warning 
System on their website or the HazardWatch website and app or from local severe weather alerts. The MTS 
Environment and Sustainability Advisor to also monitor expected rainfall events and let relevant station staff 
know. 

• Flooding from other sources such as water intrusions, surrounding premises’/roads. 
• Internal or external pump failures (e.g. sump pumps). 

 
Emergency Management Actions 
The Site Incident Management Plan (SIMP) for Gadigal is the document that outlines site specific information 
related to emergencies at the Metro Station. See that document for all relevant emergency management actions. 

See below for a quick reference guide for emergency management actions: 
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1. When a flash flood or sustained heavy rainfall requires an evacuation, the station staff report the incident 
with MTS’ Operations Control Centre (OCC) who manage the overall information flow for internal and 
external communications relating to MTS and the Metro Station. This includes to emergency services such 
as Police, Ambulance, and the NSW SES) 
 

2. Station staff, with help from the OCC decide if a full evacuation, partial evacuation, or a shelter in place 
situation is required.  
 

If a full evacuation is necessary, the station’s wardens help evacuate customers via the egress routes to 
Assembly area A located in Hyde Park in Figure 17 below. This assembly point is safe from a PMF and will 
ensure customers are safe until emergency services (such as the SES) arrive. If customers are unable to 
continue their journey outside the area, then a partial evacuation or a shelter in place situation would be 
advised. 

If a partial evacuation is required, the stations wardens will ensure customers move away from the 
localised flooding hazard to a safe area within the station.  

When conditions external to the building cause a greater hazard to occupants than remaining within the 
building, a shelter in place is implemented and the station’s warden’s assist customers to find safety in the 
station itself. 

3. All persons at the relevant Assembly Areas are required to stay until the surrounding area is deemed safe 
by emergency services and MTS’ OCC. 

 

Safe Refuge Location above the PMF 
Reviewing the information above with the site evacuation map below, it is deemed that a PMF will have minimal 
effect on the access/egress of persons evacuating the site to Assembly Area A and customers will be safe there. 
However, the MTS staff on site will be able to assist in the event of a flooding emergency. There is also an 
Emergency Control Centre on site, and this is where the Chief Warden establishes control, communication and 
coordination of the Emergency Control Organisation team and liaises with the OCC and emergency services. This 
process will also assist in the event of a flooding emergency to ensure customers are safe from a PMF. 
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Figure 17 Gadigal Site Plan and Evacuation Map 

 
 

 

 

 

 



 

 

An MTR, John Holland and UGL Rail Company 
 

Flooding and Hydrology Plan  
SMCSWTS2-MTS-1NL-EM-PLN-002711 | version 08 
This document is uncontrolled when printed.  Page 63 

4.2.2.9. Waterloo 
Figure 18 Waterloo 20 year, 100 year, PMF Diagram 
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The following information has been obtained from the Sydney Metro City and Southwest – Waterloo Integrated 
Station Development (SMCSWSWL-WSP-SWL-CE-REP-200001). 

The Waterloo station is located within Sydney’s suburb of Waterloo, within the Metro Quarter. The Metro Quarter 
(MQD) comprises the land bounded by Botany Road, Raglan Street, Cope Street and Wellington Street, but 
excluding the Congregational Church located at 103 Botany Road. The flood assessment had been informed by 
detailed hydraulic modelling that allowed to define the flood mechanisms and conditions at the site and surrounding 
area. The PMF model run duration was extended to ensure peak water levels at the site and surrounding areas are 
properly captured. The 20, 100 year ARI and PMF flood events were assessed. A climate change sensitivity 
analysis had also been undertaken for the 100 year ARI to assess the possible effects of climate change (CC) to 
the flood conditions. The climate change scenario shows that water level around the site area might increase up to 
approximately 70 mm; this is in line with the climate change sensitivity analysis presented in the Waterloo Metro 
Quarter State Significant Precinct Study (October 2018) which demonstrated that climate change might generate 
water level increases of up to 60 mm around the site area. 

 

Trigger for implementation of F&H Plan 
The MTS Severe Weather Conditions Response Plan (SWCR) outlines MTS’ response to minimise the impact and 
risk resulting from severe weather conditions such as rainfall. Responsible MTS employees, contractors, and 
employees of MTS contractors are bound by the SWCR. For a general overview of the definitions and processes 
related to severe weather conditions, see this plan. 

For Waterloo specifically, triggers would include: 

• When expected or actual rainfall is over 30mm over a 6-hour period, or over 100mm over a 24-hour period that 
could result in a flash flood. MTS station staff can monitor the NSW SES’ utilisation of the Australian Warning 
System on their website or the HazardWatch website and app or from local severe weather alerts. The MTS 
Environment and Sustainability Advisor to also monitor expected rainfall events and let relevant station staff 
know. 

• Flooding from other sources such as water intrusions, surrounding premises’/roads. 
• Internal or external pump failures (e.g. sump pumps). 

 
Emergency Management Actions 
The Site Incident Management Plan (SIMP) for Waterloo is the document that outlines site specific information 
related to emergencies at the Metro Station. See that document for all relevant emergency management actions. 

See below for a quick reference guide for emergency management actions: 

1. When a flash flood or sustained heavy rainfall requires an evacuation, the station staff report the incident 
with MTS’ Operations Control Centre (OCC) who manage the overall information flow for internal and 
external communications relating to MTS and the Metro Station. This includes to emergency services such 
as Police, Ambulance, and the NSW SES) 
 

2. Station staff, with help from the OCC decide if a full evacuation, partial evacuation, or a shelter in place 
situation is required.  
 

If a full evacuation is necessary, the station’s wardens help evacuate customers via the egress routes to 
Assembly area A located in Figure 19 below. This assembly point is safe from a PMF and will ensure 
customers are safe until emergency services (such as the SES) arrive. If customers are unable to continue 
their journey outside the area, then a partial evacuation or a shelter in place situation would be advised. 

 

If a partial evacuation is required, the stations wardens will ensure customers move away from the 
localised flooding hazard to a safe area within the station.  
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When conditions external to the building cause a greater hazard to occupants than remaining within the 
building, a shelter in place is implemented and the station’s warden’s assist customers to find safety in the 
station itself. 

3. All persons at the relevant Assembly Areas are required to stay until the surrounding area is deemed safe 
by emergency services and MTS’ OCC. 

 

Safe Refuge Location above the PMF 
Reviewing the information above with the site evacuation map below, it is deemed that a PMF will have minimal 
effect on the access/egress of persons evacuating the site to Assembly Area A and customers will be safe there. 
However, the MTS staff on site will be able to assist in the event of a flooding emergency. There is also an 
Emergency Control Centre on site, and this is where the Chief Warden establishes control, communication and 
coordination of the Emergency Control Organisation team and liaises with the OCC and emergency services. This 
process will also assist in the event of a flooding emergency to ensure customers are safe from a PMF. 

 
Figure 19 Waterloo Site Plan and Evacuation Map 
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4.2.2.10. Marrickville Dive Site 
Figure 20 Marrickville Dive Site PMF Diagram 
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Trigger for implementation of F&H Plan 
As stated in Section 4.2.1.2, to avoid inundation, the tunnel dive structures have been designed at or above the 
Probable Maximum Flood (PMF) level for mainstream flooding. Drainage at the dive structures is designed to 
manage flows for the 100-year average recurrence interval event. No flooding impacts on, or as a result of, the 
project is anticipated at or surrounding the Marrickville dive site. Therefore, no triggers for implementing the 
Flooding and Hydrology Plan are required. 

 
Emergency Management Actions 
As this site is a dive site and not an active metro station, there is currently no site incident management plan to 
indicate emergency management actions or triggers, therefore the MTS Emergency Management Plan is to be 
consulted for this purpose. 

 

Safe Refuge Location above the PMF 
As the dive structures have been designed at or above the PMF, the entire location is a safe refuge location. 

 

Summary of existing flooding and drainage conditions – Marrickville to Bankstown  
In the remainder of the project area, between Dulwich Hill and Bankstown stations, existing flooding concerns are 
considered more minor. High flood risk areas occur within the rail corridor to the west of Campsie Station and east 
of Canterbury Station but are more localised. Smaller sections of low flood hazard also occur. 
Table 10 Summary of existing flooding and drainage conditions – Marrickville to Bankstown 

Location  Summary of existing flooding and drainage 
issues  

Figure reference 

Dulwich Hill Station to 
Canterbury Station 

Surface water flows from north to south 
beneath rail corridor.  
• Some locations of overland flooding into 

the rail corridor when the existing cross 
drainage capacity is exceeded (refer 
figures).  

• Substantial overland flooding east of 
Canterbury Station (high flood hazard 
area) due to insufficient track and cross 
drainage.  

• Minor overland flooding potential west of 
Canterbury Station (low flood hazard 
area). 

Figure 21 Summary of Marrickville to 
Hurlstone Park Flooding & Drainage 
Conditions 

 
Figure 22 Summary of Dulwich Hill to 
Canterbury Flooding and Drainage 
Conditions 

 

 

Campsie Station Surface water flows from south to north 
beneath rail corridor. 
• Overflows from local drainage enter the rail 
corridor and flow east towards Campsie 
Station in events greater than the 10 % AEP. 
• West of Campsie Station is a high flood 
hazard area. 
• Overflows from local drainage enter the rail 
corridor near Belmore triangle area in events 
greater than 39 % AEP. 

Figure 23 Summary of Canterbury to 
Belmore Flooding & Drainage Conditions 

 

Belmore Station Surface water flows from south to north 
beneath rail corridor. 
• Local drainage capacity constraints 

outside the rail corridor. 
• Rail alignment in fill and no predicted 

overland flow issues within the rail 
corridor. 

Figure 24 Summary of Canterbury to 
Belmore Flooding & Drainage Conditions 

Figure 25 Summary of Belmore to Wiley 
Park Flooding & Drainage Conditions 
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Location  Summary of existing flooding and drainage 
issues  

Figure reference 

Lakemba Station Surface water flows from south to north 
beneath rail corridor. 
• East of station, risk of flooding in rail 

corridor for 5 % AEP and greater.  
• West of station, limited cross drainage 

capacity however rail corridor is in fill. 

Figure 26 Summary of Lakemba to 
Punchbowl Flooding & Drainage Conditions 

 

Wiley Park Station Surface water flows from south to north 
beneath rail corridor. 
• Limited cross drainage capacity however 

rail corridor is mostly in fill. 

Figure 27 Summary of Belmore to Wiley 
Park Flooding & Drainage Conditions 

 

Punchbowl Station Surface water flows from south to north 
beneath rail corridor.  
• East of the station there are a number of 

culvert crossings present with varying 
capacities.  

• Potential for overflows into the rail 
corridor.  

• West of the station drainage modelling 
indicates overflows into the rail corridor at 
a number of locations for 1 % AEP climate 
change event. 

Figure 28 Summary of Lakemba to 
Punchbowl Flooding & Drainage Conditions 

Figure 29 Summary Punchbowl to 
Bankstown Flooding & Drainage Conditions 

 

Bankstown Station Rail corridor mostly in fill with limited potential 
for flooding of tracks except in large 
(infrequent) events. 
• An area of medium flood risk hazard to the 

east of the station. 

Figure 30 Summary Punchbowl to 
Bankstown Flooding & Drainage Conditions 
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Figure 31 Summary of Marrickville to Hurlstone Park Flooding & Drainage Conditions 

 
Figure 32 Summary of Dulwich Hill to Canterbury Flooding and Drainage Conditions 
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Figure 33 Summary of Canterbury to Belmore Flooding & Drainage Conditions 

 
 

Figure 34 Summary of Belmore to Wiley Park Flooding & Drainage Conditions 

 



 

 

 
Flooding and Hydrology Plan  
SMCSWTS2-MTS-1NL-EM-PLN-002711 | version 08 
This document is uncontrolled when printed.  Page 71 

 

Figure 35 Summary of Lakemba to Punchbowl Flooding & Drainage Conditions 

 
 

Figure 36 Summary Punchbowl to Bankstown Flooding & Drainage Conditions 
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4.3. Management Measures 
This section describes the overall approach to managing and mitigating risks or potential impacts associated with 
flooding and hydrology during operation of the Project. Management measures are outlined in the table below. 
Table 11 Management Measures 

ID Management Measure Timing Responsibility Reference or Source 

FH01 The performance of the 
downstream drainage network 
will be maintained during 
operation. Refer to SSI 8256 
REMM FHW11 for drainage, 
maintenance controls for the 
Sydenham to Bankstown / 
Southwest corridor. 

During operation GM Engineering & 
Maintenance Delivery  
 

Environmental 
Performance Outcome 
(SPIR) 
 
Asset Management 
System – Ellipse  
 
Intelex 

FH02 Continue existing community 
emergency management 
arrangements in the event of 
flooding in the road network or 
rail corridor. Refer to SSI 8256 
REMM FHW11 for operational 
flooding, emergency response 
controls for the Sydenham to 
Bankstown / Southwest corridor. 

During operation Head of Safety, 
Quality, Risk & 
Environment 
 

Environmental Impact 
Statement (EIS) 
OEMP 
 
Asset Management 
System – Ellipse  
 
Intelex 

 

Further operation mitigation measures have been outlined in the EIS. They are FH4, FH6, FH7, FH8 and FH9 (See 
Section 3.3). Although these measures are listed as Operational, the requirement and compliance for these would 
have been completed in the Design and Construction phase of the project. Therefore, as MTS are only the operator 
of the CSW network, MTS are only using the designed assets that have been transferred to them. This means that 
the compliance of these measures are not applicable to this Operational Flooding and Hydrology Plan. 

 Therefore, management measures that can implemented by MTS are general maintenance of the infrastructure 
and assets as well as regular inspections of the stations and sites to ensure rubbish, debris or other obstacles are 
not blocking flood protection devices or tools. The maintenance and inspection processes are outlined in the OEMP 
and are managed through MTS’s SQRE Management System, Intelex. 

In significant rainfall events where the likelihood of flooding that may impact the operation of the M1 is increased, 
temporary measures will be implemented by MTS station staff at the metro stations. 

Temporary measures could include: 

• Temporary barriers to block water, e.g. sandbags. 
• Waterway modifications altering flow. 
• Temporary storage of water, e.g. water tanks. 

4.4. Emergency management  
The applicable emergency management plan for the study area is the South West Metropolitan Emergency 
Management District Disaster Plan. Local Flood Plans (LFP) are subordinate plans of the Local Disaster Plan. 
LFPs outline the roles and responsibilities for the NSW State Emergency Service (SES) and other agencies during 
flood events in relation to flood preparation, management, and recovery.  

Flood emergency management is incorporated into design criteria for Sydney Metro station infrastructure. Flood 
emergency management procedures would be incorporated in Sydney Metro operational emergency management 
plans.  
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MTS’s Emergency Management Plan is a supporting plan of the District Emergency Management Plan). See - 
https://www.nsw.gov.au/sites/default/files/noindex/2025-12/2025-swm-regional-emergency-management-plan.pdf  

 

5. Monitoring and review 

5.1. Monitoring requirements 
Monitoring as it relates to stormwater and flooding is performed in accordance with Section 4.3 of the OEMP 
document. 

5.2. Environmental auditing 
Environmental audits are undertaken in accordance with the indicative audit schedule provided in Table 15 of the 
OEMP, which includes an environmental audit, a sustainability audit, and an operation performance audit. All 
environmental audits will be carried out in accordance with Section 8.2 of the OEMP. 

5.3. Reporting 
Reporting as it relates to stormwater and flooding is performed in accordance with Section 8.5 of the OEMP 
document. 

5.4. Hold points 
The activity detailed in Table 12 Hold Points is recognised as a hold point and will not proceed without objective 
review and approval by the nominated authority (refer to Section 4.1.5 of the OEMP). 
Table 12 Hold Points 

Hold Point Action/Permit Required Document Reference 

New Maintenance or repair 
work 

Prior to commencement of a new activity, not 
previously undertaken in a particular area are to 
be approved by the Environment & 
Sustainability Lead. 

Operational Environmental Management 
Plan (OEMP) 

5.5. Review and improvement 
Review and improvement of this Plan will be undertaken in accordance with the Conditions of Approval, the Quality 
Management Plan (SMCSWTS2-MTS-CSW-PM-PLN-002156) and Section 9 of the OEMP. Continuous 
improvement will be achieved by the ongoing evaluation of environmental management performance and 
effectiveness of this Plan against environmental policies, objectives, and targets. 

MTS’ Pollution Incident Response Management Plan (PIRMP, document number: SMCSWTS2-MTS-CSW-EM-
PLN-002731) outlines water and flood risks and the consequences and controls in place to manage them. As part 
of MTS’ EPL and PIRMP annual renewal process, MTS must test the PIRMP to ensure that the risks identified in 
the plan can be managed effectively.  

MTS’s Severe Weather Conditions Response Plan (SMCSWTS2-MTS-1NL-EM-PLN-005496) has been updated. 
The current controlled document is Version 06, issued on 23 July 2026, and applies to the M1 Metro Northwest and 
Bankstown Line. The plan includes Southwest-specific severe-weather response arrangements and corridor trigger 
zones extending to Bankstown. The Flooding and Hydrology Plan will reference the current approved version of the 
Severe Weather Conditions Response Plan. 

 

 

https://www.nsw.gov.au/sites/default/files/noindex/2025-12/2025-swm-regional-emergency-management-plan.pdf
https://www.nsw.gov.au/sites/default/files/noindex/2025-12/2025-swm-regional-emergency-management-plan.pdf
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MTS intends to test this plan with the inherent flood risks, to ensure it is fit for purpose, accurate and relevant. MTS 
will also review and update this plan whenever additional flood information becomes available or is highlighted 
during drills or flood events. 

5.6. Incidents 
In the event of an environmental incident or unpredicted impacts relating to flooding and hydrology as it relates to 
the Project, it is the responsibility of all personnel to report the incident or the event immediately to the Environment 
& Sustainability Lead and the Head of Safety, Quality, Risk & Environment. 

All environmental incidents are to be reported and managed in accordance with the Pollution Incident Response 
Management Plan and the Incident Management Framework (IMF). Incidents are classified based on the incidents 
severity as shown in the IMF. 

All incidents will be managed and reported according to Section 7 of the OEMP. 

Arrangements relating to incidents including flooding during operation are detailed in the Incident Management 
Plan (SMCSWTS2-MTS-CSW-PM-PLN-002145). 

5.7. Complaints 
All stormwater and flooding related complaints will be handled in accordance with Section 4.6 of the OEMP and the 
Stakeholder and Community Involvement Plan (SCIP, document number SMCSWTS2-MTS-CSW-PM-PLN-
002162). 

5.8. Non-compliance, non-conformances, and corrective actions 
All non-compliances, non-conformances and resulting corrective actions associated with flooding and hydrology will 
be managed in accordance with Section (s) 7.3 & 8.4 of the OEMP. 

6. Relevant documentation 

6.1. References 
Floodplain Development Manual (NSW Government, 2005b) 

Floodplain Risk Management Guideline: Practical Consideration of Climate Change (Department of Environment 
and Climate Change, 2007b) 

Floodplain Risk Management Guide: Incorporating Sea Level Rise Benchmarks in Flood Risk Assessments 
(Department of Environment, Climate Change and Water, 2010c)  

New guideline and changes to section 117 direction and EP&A Regulation on flood prone land, Planning Circular 
PS 07-003 (NSW Department of Planning, 2007). 

Managing Urban Stormwater: Soils and Construction Volume 1 (Landcom 2004) 

Managing Urban Stormwater: Soils and Construction Volume 2 (Department of Environment and Climate Change, 
2008a). 
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Appendix A. Document control 

Appendix A1.  Document information 
Document Number: SMCSWTS2-MTS-1NL-EM-PLN-002711 

Version: 08 

Issue Date: 20/10/2026 

Network City & Southwest 

Appendix A2.  Approval record 
Function  Position  Name  Signature  Date  

Prepared by:  Environment & Sustainability Lead David Wilson     

Reviewed by: A/Head of Safety, Quality, Risk & 
Environment  

Vishal Singh     

Approved by: Interim General Manager, Safety, 
Quality, Risk & Environment  

Helen Wilkinson     

Approved by: General Manager, Engineering & 
Maintenance Delivery  

Michael Leah     

Approved by: MTS Chief Executive Officer  Oliver Bratton     

Authorised by: Contract Associate Director - M1 
Metro Northwest & Bankstown 
Line 

Peter Ifandoudas     

Approved by: NRT Group (OpCo2) CEO Phil Dark     

 

 

20/10/2026

Vishal Singh (20/10/2026 14:27:26 GMT+11) 20/10/2026

H Wilkinson (21/10/2026 15:32:03 GMT+11)
H Wilkinson 21/10/2026

Michael Leah (21/10/2026 17:48:18 GMT+11)
21/10/2026

Oliver Bratton (22/10/2026 11:12:17 GMT+11)
Oliver Bratton 22/10/2026

22/10/2026

22/10/2026
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Appendix A3.  Amendment record 
Date Rev Amendment description By 

14/05/2024 01 Initial release. Peter Scioscia 

28/06/2024 02 Updated plan due to external stakeholder consultation comments for 
submission to DPHI. 

Peter Scioscia 

28/07/2024 03 Updated plan as per comments from DPHI and issued to DPHI prior 
to FPS. 

Peter Scioscia 

04/09/2024 04 Further updated plan as per comments from DPHI and to address v2 
of SES’ comments to MTS. All required consultation and comments 
are now closed. 

Peter Scioscia 

28/04/2025 05 Updated to reflect MTS structure and operations phase of the 
network 

David Wilson 

28/05/2025 05 Formatting fixes to current MTS Plan template standard. Peter Simcic 

02/06/2026 06 Updated to include content regarding the South West corridor. David Wilson  

16/06/2026 06 Corrected numerous document references. Updated to SMCSW 
document numbers. Updated captions. Change of signatories. 

Peter Simcic 

09/09/2026 07 Updated to include feedback from DPHI’s ER and Metro. David Wilson  

20/10/2026 08 Updated to address Sydney Metro comments, including: 
• clarified plan scope and applicability to the City & Southwest 

network; 
• incorporated SSI 8256 flooding and hydrology requirements and 

associated responsibilities; 
• updated Southwest flooding, drainage and flood-sensitive 

location information; 
• strengthened operational flood preparedness, monitoring, 

response, escalation and recovery controls; 
• clarified temporary flood-response measures, including 

deployment triggers, responsibilities and safe-access 
requirements; and 

• updated references and alignment with the Severe Weather 
Conditions Response Plan and other supporting emergency 
management documentation. 

David Wilson 
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Appendix B.  List of terms 
Acronym Definition 

AEM Annual Exceedance Magnitude  

AEP Annual Exceedance Probability 

ARI Average Recurrence Interval 

BS Barangaroo Station 

C&SW City & Southwest 

Development Consent • CSSI 7400 – NSW Minister of Planning, January 2017 
• MOD 1 – Victoria Cross and Artarmon Substation (determined 18 October 2017) 

• MOD 2 – Central Walk (determined 21 December 2017) 

• MOD 3 – Martin Place Metro Station (determined 22 March 2018) 

• MOD 4 – Sydenham Station and Metro Facility South (determined 13 December 2017) 

• MOD 5 – Blues Point Acoustic Shed (determined 2 November 2018) 

• MOD 6 – Administrative Changes (determined 21 February 2019) 

• MOD 7 – Administrative Changes (determined 24 June 2020) 

• MOD 8 – Blues Point Access Site (determined 25 November 2020) 

• MOD 9 – Extension to standard construction hours (determined 30 June 2022). 
C2S Chatswood to Sydenham 

CEMF Construction Environmental Management Framework 

CEMP Construction Environmental Management Plan 

CoA(s) Condition(s) of Approval 

CSSI Critical State Significant Infrastructure 

DIA Discharge Impact Assessment 

DCEEW Department of Climate Change, Energy, the Environment and Water 

DPE NSW Department of Planning and Environmental (formerly DPIE) 

DPHI Department of Planning, Housing and Infrastructure 

DPIE Department of Planning, Industry and Environment (new DPE) 

DPI Water NSW Department  

EAD Environmental Assessment Documentation 

EIS Environmental Impact Statement 

EMS Environmental Management System 

EP&A Act Environmental Planning and Assessment Act 1979 

EP&A Regulation Environmental Planning and Assessment Regulation 

EPA NSW Environment Protection Authority 

EPL Environmental Protection Licence 

EAD Environmental Assessment Documentation 

FERP Flood Evacuation Response Plan 

FHMP Flooding and Hydrology Management Plan  
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Acronym Definition 

GM General Manager 

GWMP Operational Groundwater Management Plan 

IMF Incident Management Framework 

IMS Integrated Management System 

ISCA Infrastructure Sustainability Council of Australia 

LGA Local Government Area 

MTS Metro Trains Sydney Pty Ltd 

OEH The Office of Environment and Heritage within the Department of Climate change, Energy, 
the Environment and Water 

OEMP Operational Environmental Management Plan 

OpCo / OpCo2 NRT Group 

O&M Operation and Maintenance 

PIRMP Pollution Incident Response Management Plan 

PMF Probable Maximum Flood 

POEO Act Protection of the Environment Operations Act 1997 

REMMs Revised Environmental Mitigation Measures 

ROM Railway Operating Manual 

SAR Site Audit Report 

SCIP Stakeholder and Community Involvement Plan 

SES The NSW State Emergency Services 

SPIR Submissions and Preferred Infrastructure Report 

SQRE Safety, Quality, Risk and Environment 

SMCSW Sydney Metro City & Southwest 

TSOM Trains, Systems, Operations and Maintenance 

WTP Water Treatment Plant 
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Appendix C. Related Documents 
Note: some documents will be closely interconnected and will need to be reviewed when this one is changed. Those will be 
marked yes in the review column below. Others are simply related content that supplement the material in this document. 

Document Number  Document Title  Review  
SMCSWTS2-MTS-CSW-EM-PLN-002107  Carbon and Energy Management Plan  Yes  
SMCSWTS2-MTS-CSW-FL-PLN-002650 Emergency Management Plan Yes 

SMCSWTS2-MTS-CSW-EM-PRO-005553  Fauna Handling Procedure  Yes  
SMCSWTS2-MTS-CSW-EM-PLN-005554 Flora and Fauna Plan  Yes  

SMCSWTS2-MTS-1NL-EM-PLN-002712  Groundwater Management Plan  Yes  
SMCSWTS2-MTS-CSW-HE-PLN-002100  Heritage Management Plan  No  
SMCSWTS2-MTS-CSW-PM-PLN-002143 Human Resource Plan  No  
SMCSWTS2-MTS-CSW-PM-PLN-002145 Incident Management Plan  No  

SMCSWTS2-MTS-CSW-EM-PLN-002106  Noise and Vibration Management Plan  Yes  

SMCSWTS2-MTS-1NL-EM-PRO-005432 Noise and Vibration Monitoring Procedure  No  
SMCSWTS2-MTS-CSW-EM-PLN-002697  Operational Environmental Management Plan  Yes  

SMCSWTS2-MTS-CSW-EM-PLN-002731 Pollution Incident Response Management Plan  Yes  

SMCSWTS2-MTS-1NL-PR-PLN-005495  Procurement Policy  No  
SMCSWTS2-MTS-CSW-PM-PLN-002156 Quality Management Plan  No  

SMCSWTS2-MTS-CSW-PM-PLN-002158 Risk Management Plan  No  
NWRLOTS-NRT-ADM-GN-PLN-720295 Severe Weather Conditions Response Plan  Yes 

SMCSWTS2-MTS-1NL-SA-REC-005478 SMS Element 17: Procurement and Contract Management  No  
SMCSWTS2-MTS-CSW-EM-PRO-005548 Spill Management Procedure Yes  
SMCSWTS2-MTS-CSW-PM-PLN-002162  Stakeholder and Community Involvement Plan  No  
SM-20-00099497 Sydney Metro Unexpected Heritage Finds Procedure No  

SMCSWTS2-MTS-CSW-PM-PLN-002136 Training Management Plan  No  

SMCSWTS2-MTS-CSW-EM-PRO-005556 Unexpected Contaminated Finds Procedure  Yes  
SMCSWTS2-MTS-CSW-EM-PRO-005542 Waste and Resource Management Procedure  Yes  
SMCSWTS2-MTS-SBR-EM-PRG-004533  Water Quality Monitoring Program - Barangaroo Yes  

SMCSWTS2-MTS-CSW-EM-PRO-005558 Weeds Management Procedure  Yes  
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Appendix C1.  List of Site Incident Management Plans 
Note: Site Incident Management Plans for Southwest sites are still being finalised as at release of revision 07 of 
this plan in September 2026. They will be provided to Sydney Metro in coming weeks. The following is a full list of 
SIMPs and AIMPs extracted as a reference, but note that only City and Southwest items are relevant to the scope 
of this plan. 

Document Number Document Name 

SMCSWTS2-MTS-SCS-FL-PLN-002643 Area Incident Management Plan (AIMP) - Central Station 

SMCSWTS2-MTS-SCW-FL-PLN-005805 Area Incident Management Plan (AIMP) - Chatswood Station 

SMCSWTS2-MTS-1NL-FL-PLN-005377 Area Incident Management Plan (AIMP) - Epping Station 

SMCSWTS2-MTS-WSS-FL-PLN-002644 Area Incident Management Plan (AIMP) - Sydenham Station 

SMCSWTS2-MTS-WBK-SM-PLN-004916 Site Incident Management Plan – Bankstown Station 

SMCSWTS2-MTS-SBR-SM-PLN-002523 Site Incident Management Plan - Barangaroo Station 

SMCSWTS2-MTS-NCW-FL-PLN-005806 Site Incident Management Plan - Bella Vista Station 

SMCSWTS2-MTS-WBS-SM-PLN-004912 Site Incident Management Plan – Belmore Station 

SMCSWTS2-MTS-WCS-SM-PLN-004911 Site Incident Management Plan – Campsie Station 

SMCSWTS2-MTS-WCR-SM-PLN-004910 Site Incident Management Plan – Canterbury Station 

SMCSWTS2-MTS-NCW-FL-PLN-005807 Site Incident Management Plan - Castle Hill Station 

SMCSWTS2-MTS-NCW-FL-PLN-005808 Site Incident Management Plan - Cherrybrook Station 

SMCSWTS2-MTS-SCN-SM-PLN-002534 Site Incident Management Plan - Crows Nest Station 

SMCSWTS2-MTS-WDH-SM-PLN-004908 Site Incident Management Plan - Dulwich Hill Station 

SMCSWTS2-MTS-SPS-SM-PLN-002536 Site Incident Management Plan - Gadigal (Pitt Street) Station 

SMCSWTS2-MTS-NCW-FL-PLN-005809 Site Incident Management Plan - Hills Showground Station 

SMCSWTS2-MTS-WHP-SM-PLN-004909 Site Incident Management Plan - Hurlstone Park Station 

SMCSWTS2-MTS-NCW-FL-PLN-005810 Site Incident Management Plan - Kellyville Station 

SMCSWTS2-MTS-WLS-SM-PLN-004913 Site Incident Management Plan – Lakemba Station 

SMCSWTS2-MTS-NCW-FL-PLN-005811 Site Incident Management Plan - Macquarie Park Station 

SMCSWTS2-MTS-NCW-FL-PLN-005812 Site Incident Management Plan - Macquarie University Station 

SMCSWTS2-MTS-WMS-SM-PLN-004907 Site Incident Management Plan – Marrickville Station  

SMCSWTS2-MTS-SMP-SM-PLN-002535 Site Incident Management Plan - Martin Place Station 

SMCSWTS2-MTS-NCW-FL-PLN-005813 Site Incident Management Plan - North Ryde Station 

SMCSWTS2-MTS-NCW-FL-PLN-005814 Site Incident Management Plan - Norwest Station 

SMCSWTS2-MTS-WPS-SM-PLN-004915 Site Incident Management Plan - Punchbowl Station 

SMCSWTS2-MTS-NCW-FL-PLN-005815 Site Incident Management Plan - Rouse Hill Station 



 

 

 

 
Flooding and Hydrology Plan  
 | version 08 
This document is uncontrolled when printed.  Page 84 

Document Number Document Name 

SMCSWTS2-MTS-NCW-FL-PLN-005816 Site Incident Management Plan - SMTF-N 

SMCSWTS2-MTS-SFC-SM-PLN-002783 Site Incident Management Plan - SMTF-S 

SMCSWTS2-MTS-NCW-FL-PLN-005817 Site Incident Management Plan - Tallawong Station 

SMCSWTS2-MTS-SVC-SM-PLN-002538 Site Incident Management Plan - Victoria Cross Station 

SMCSWTS2-MTS-SWS-SM-PLN-002539 Site Incident Management Plan – Waterloo Station 

SMCSWTS2-MTS-WWP-SM-PLN-004914 Site Incident Management Plan - Wiley Park Station 
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Appendix D. Appendix D: External 
Consultation 

Department of Climate Change, Energy, the Environment and Water (OEH) 
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DPI Water 
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NSW SES 
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MTS email to NSW SES 
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SES Reply email to MTS 
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MTS reply to SES with V3 and update on comments – 31st July 2024 
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SES email to MTS providing second review comments 
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SES email to MTS stating SES review comments are now closed 

 
 

 

Sydney Water  
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MTS email to external stakeholders requesting confirmation of close out of comments 

 
 

Sydney Water comments closed out 
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Willoughby Council closed out 
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City of Sydney closed out 
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Inner west Council closed out 
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MTS emails to North Sydney Council 
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